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DI-304 Installation Guide for Remote Access

To configure the router for remote access, follow the screens setting below.
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m ISDN Router -
* Model DI-304
Setup Main Menu  Firmware Version ¥0.99i
D-Link Corp. o Build DatefTime Fri Dec 28 14:15:18.53 2001
o LANMAC Address. 00-05-5D-FO-CF-1F
Basic Setup (Setup First) Quick Setup
>> Administrator Password Setup >> Intemet Access Setup
>> Ethemet TCP/IP and DHCP Setup >> Remote Diakln Access Setup
>> ISDN Sefup >> Vitual TA (Remote CAPI) Setup
Advanced Setup
>> Call Control and PPP/MP Setup >> Online Status
>> Call Schedule Setup >> Time Setup
>> NAT Setup >> Management Setup
>> Stalic Route Setup >> Diagnostic Tools
>> Remote Diakin User Setup >> Rehoot System
>> LAN-to-LAN Dialer Profle Setup >> Finmware Upgrade (TETP Server)

>> [P Filter/Firewall Setup
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ISDN Router

> Quick Setup> Remote Dial-In Access Setup

<<Main Menu

Remote

ial-In Access Setup

Dial-In Access Control PPP/MP Protocol

Dial-In Service Cnable  Disable Dial-In PPP Authentication  [PAP or CHAP
Mutual Authentication (PAP) € Yes @ No

Usernarme
Password
1P Address Assignment for Dial-In Users
Start 1P address [192.168.0.200

ok
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ISDN Router

> Quick Setup> Remote Dial-In Access Setup

Active Configurat

Dial-In Access Control
Dial-In Service @ Enable € Disable

>> Confiquring Dial-In User Account
~> For ISDN TA or NAT-router (IP Sharing) diak-in

>> Configuring LAN-to-LAN Profile
> For ISDN router diakin

PPP/MP Protocol

Dial-In PPP Authentication
Mutual Authentication (PAP)
Usernarme

Password

1P Address Assignment for
Start 1P address

PAP ar CHAP o]

€ ves & No

al-In Users

[192.168.0.200
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D ISDN Router

> Advanced Setup> Remote DialIn Users Setup <<Main Meny
Remote Dial-In User Accounts: >> Setto Factory Default
Index in Username Status Index in Username Status
D P s | P
2 | f A p
D p R p
p . [ p
D p W | p
Status: v — Active, ¥ —— Inactive
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D ISDN Router

> Advanced Setup> Remote Dial-In User Setup

<<Main Menu
Index No. 1 <<Back| Clear |
User account and Authentication Callback Function

W Check to enable the user account I Check to enable Callback function

Username menc) I Specify the callback number

password [esses Callback tumber

Ldle Timeout 0 cecond(s) . Check to enable Callback Budget Control
I™ Check to enable CLID authentication Callback Budget 30

Peer 1SDN Number

minute(s)
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D

ISDN Router

> Advanced Setup> Remote Dial-n Users Setup

<<Main Menu

Remote Dial-In User Accounts:

>> Setto Factory Default

Index | Dial-in Username | Status Dial-in Username [ Status
manoj v 777 [
2 777 M 777 M
3 777 M 777 M
n 777 M 777 M
5. 777 M 777 M
Status: v --- Active, x - Inactive
< - _ _ _ >
& [ 4 ntemet P





Windows 2000 Workstation Dial Up Setup
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Phone rumber

Area code: Phone number

e

Coury/fegion code

I™ Use dising s Fies.

[ Show icon in taskbar when connected

ok | Caea
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Check the status of the profile. A ‘v’ indicates that its active. Select the ‘main menu’ and return to the main menu.





Check the enable box. Complete the username and password details. Then click okay.





Up to 10 Remote logins can be configured. Select the first available index.





Select Configuring Dial in User Account





Enable Dial In Service





Select Remote Dial in Access Setup
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