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DI-304 Installation Guide for LAN – LAN Setup

To configure the router for LAN – LAN, follow the screens setting below.

The router has a default IP address of 192.168.0.1, and is setup as a DHCP server. The PC you will use to configure the DI-304 will need to be setup to receive its IP address from a DHCP server.
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Yo can get P settings assigned sutomalicaly f your network supports
this capabily. Otherwise, you need to ask your retvork adminitator for
the appropriste P settings.

& Obtain an IP address automatialy

€ Uige the folwing IP address:

& ek BN sever addess auomaieah

€ Use the folowing DN server addresses:
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[ Cancel





Router Main Menu
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) ISDN Router

o Model D304
Setup Main Menu o Firmware Version  ©10.98i
D-Link Corp. « Build Date/Time Fri Dec 28 14:15:18.53 2001

o LANMAC Address - 00.05-5D-FO-CF-1F

Basic Setup (Setup First) Quick Setup

>> Administrator Password Setup >> Internet Access Setup

>> Ethernet TCP/IP and DHCP Setup >> Remote Diakln Access Setup

>> ISDN Setup >> Virtual TA (Remote CAP]) Setup
Advanced Setup

>> Call Control and PPP/MP Setup >> Online Status

>> Call Schedule Setup >> Tirme Setup.

>> NAT Setup >> Managernent Setup

>> Static Route Setup >> Diagnostic Tools

>> Remote Diakln User Setup >> Reboot Systern

>> LAN-to-LAN Dialer Profle Setup >> Fimware Upgrade (TFTP Server)

>> [P Filter/Firewall Setup

o 001D orp. All Rights Reserve -
« >
1 hepi7192.168.0.1jcg-binfendlon candx=100 [

Internet
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D ISDN Router

> Advanced Setup> LAN-to-LAN Dialer Profile Setup <<Main Mem
LAN-to-LAN Dialer Profiles: >> Setto Factory Default
Index Name Status | Index Name status

L diz0e v 9% a ¥

2 | x 0. | "

3 | x | "

L B o B o

5. B o B o

6 B o B o

7 B o B o

8 B o B o
Status: v --- Active, x -~ Inactive
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1. Gommon Settings

Scheduler (1-15)

Profile Name di206 call Direction @ poth € Dial-out € Dial-In
F Enable this profie tdle Timeout 38| second(s)

2. Dial-Out Settings
Username ] Tk Type eaoms =]
passward Ppp suthentication  [PAPIHAP ]
Dial Number [0zogzosidal %] Compression @ on ©off

Gallback Function (GBGP)
I Require Remote to Callback
I Provide ISDN Nurnber to Remote

3. Dial-In Settings

Username
Password
I Enable CLID Authenti
Peer ISDN Nurmber

elonex

ication

Link Type
PPP Authentication
V3 Compression

B4kbps =
PAP/CHAP =

&on Coff

Gallback Function (GBGP)
I Enable Callback Function
I Use the Follawing Number to Callback

Callback Nurmber
Callback Budget

minute(s)

4. TGP/IP Network Settings

My WAN IP
Remote Gateway 1P
Remote Netwark [P

Remote Network Mask

0000
[lezieaiont |
[feziaionn |
|

RIP Direction
RIP Version

TX/RX Both 7|
Ver.2 7,

For NAT operation, treat remote sub-net as

Private P <]

Dore

Internet
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Select call direction and idle timeout.





Select 64, 128 or BOD for this connection, and authentication for the dial out settings





Setup the parameters for dial in.








These setting may be left as default.











Give an appropriate name for the profile, and enable it.





Enter the dial out username and password.








If the other router dial this site, then complete the din-in settings.





For unnumbered link leave my WAN IP as 0.0.0.0. The remote gateway in the IP address of the remote router. Enter the remote network and mask.





You can setup 16 LAN-LAN profiles, that is to say you can connect to 16 remote networks. Select an available index.





Select LAN-LAN Dialer Profile Setup





To configure the router, in your WEB browser type the IP address of the router, this will be 192.168.0.1





In the TCPIP properties of your Ethernet adapter, configure it so that the IP address is obtained automatically.
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