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Specifications

Model * 15LB020S4 20LB020S4 23LB020S4 30LB020S4

General:
Display TFTLCD
Picture format 4:3 16:9
Screen diagonal (38 cm) (51 cm) (58 cm) (75 cm)
Picture resolution 1024 x 768 (XGA) 640 x 480 (VGA) 1280 x 768 (WXGA) 1280 x 768 (WXGA)
Pixel pitch (mm) 0.300 x 0.300 0.6375 x 0.6375 0.1305 x 0.3915 0.5025 x 0.1675
Brightness 400 cd/m2 450 cd/m2 450 cd/m2 450 cd/m2
Contrast ratio 350:1 400:1 400:1 350:1
Channelmemory 99 + 2 99 + 2 99 + 3 99 + 3
Tuner ** PAL-SECAM B/G,D/K,I,L/L ,̀ NTSC playback 3.58 MHz, 4.53 MHz
Tuning Automatic transmitter memory
Audio A2/NICAM stereo
Dolby Virtual
Surround Sound

4

Teletextmemory 100 pages,
TOP/FLOF text

500 pages,
TOP/FLOF text

Removable
loudspeakers

No 4

Removable base 4

MicrosoftWindows
compatible

4

MAC OS
compatible

4

Sockets:
Headphones 4

Antenna(75 Ohm) 4

Scart sockets 2 3
DVI In 4

PC In (15-pin D-Sub) 4

Speaker Out No 4

DC In 4 No
Power supply External power pack

12 V DC
External power pack

24 V DC
Integral

power pack

* TheTV type is clearly visible on the type plate
located on the rear of the unit, e.g.:

Type: 15LB020S4

Note:
Statistically speaking, every display or flat screen has a
certain number of faulty pixels.
From aproduction viewpoint, this is unavoidable.
No manufacturer can guarantee 100% faultless screens,
even with the strictest quality controls.

** TheTV standard is clearly visible on the type plate located on
the rear of the unit:

Type: …/P PALB/G
NTSC playback 3.58 MHz

4.43 MHz

Type: ... / .. NICAM B/G, I, L
SECAM B/G, D/K, L,L’
NICAM B/G, I, L
NTSC playback 3.58 MHz

4.43 MHz
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Quick guide

Sockets on the rear of the unit

Item Designation
1 Socket for power pack (not with 30LB020S4)
2 VGAinputsocket
3 DVI input socket
4 Scart3 socket (only 23LB020S4 and 30LB020S4)

Inputonly
5 Scart2 socket

Inputonly
6 Scart1 socket

Inputand output
7 Socket for antennacable (75 ohm)
8 Domestic antenna or cable system
9 Scartoutput socket e.g. for aSATreceiver
10 DVI output sockete.g. for a PC, DVD player
11 VGAoutputsocket e.g. for a PC

Mains power and speaker sockets 30LB020S4

Item Designation
1 Mainsconnection socket
2 Speaker socket

(left+, left-, right-, right+)

Connecting to the mains power supply

15LB020S4, 20LB020S4,
23LB020S4

30LB020S4

1. Plug the mains cable into
the power pack

1. Plug the mains cable into
the mains socket on the
TV

2. Plug the cable on the
power pack into theTV

3. Plug the mains cable into
the socket

2. Plug the mains cable into
the socket

Note:
Always use power packs that are supplied by the manu-
facturer to avoid invalidating the warranty.

Front of TV

Item Designation
1 Remotecontrol receiver and

standby indicator
2 Headphone socket (3.5 mm jack)
3 Power switch
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Switching on the unit

Selecting TV mode on the remote control

Switching the TV on and to standby mode

Selecting channels

Selecting inputs

1. Select the input using arrow buttonsŸ /⁄.
2. Press the OK button 24 to store the setting.

TV Antenna(75 Ohm)
AV 1 Signal input and output
AV 2 Signal input
AV 3 Signal input (only 23LB020S4 and 30LB020S4)
S-VHS S-VHS input (via Scart 2)
RGB Signalwith maximum picture quality (via Scart 1)
VGA VGAinput
DVI DVI input

Television reception via the antenna cable
1. Connectdomestic antenna or cable system

(see no. 7 Socketson the rear of the unitpage 4).
2. ConnectTV set to the power supply

(see Connecting to the mains power supply page 4).
3. SelectTV input (see Selecting sockets page 26).
4. Start automatic search

(see Initial startup procedure page 13).
5. Selectchannels: use the arrow buttonsŸ /⁄ or numerical

buttons28 (see Channelselection page 13).

Television reception via Scart socket (e.g. SAT or cable
receiver)
1. ConnectSATreceiver (see no.4, 5 or 6 Socketson the rear of

the unit page 4).
2. ConnectTV set to the power supply

(see Connecting to the mains power supply page 4).
3. SelectScart input (AV 1,AV 2 orAV 3, seeSelecting sockets

page 26).
Usually the Scart input is assigned to the firstTV channel po-
sition and adjusted via the arrow buttonsŸ /⁄.

4. Set up and switch on SATreceiver (see SATreceiver instruc-
tion manual).

5. Selectchannels:
Do not use PR + /- buttons or numerical buttons, instead use
the SATreceiver (see SATreceiver instruction manual).

Note:
If the television reception is input via aSATreceiver
and thechannel position in theTV changes, the correct
Scart input must beassigned to the new channel posi-
tion (see Point 3).
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Preparations

Setting up, care and maintenance

Place of installation
Caution!
Protect the television againsthumidity and rain.TheTV
set should not be operated in rooms with high moisture
levels.Do not place receptacles containing water on the
TV, e.g.vases, flower pots. The combination of electri-
cal current and water can cause fatal electric shocks.
Make sure that no objects can fall through the ventila-
tion slits into the interior of the television as they may
touch live parts.
Should any liquidsor foreign objects fall into the inte-
rior of the television, disconnect the television fromthe
power supply immediately. Have the television checked
by a specialist before using itagain.

Note:
If the television is moved froma cold to awarm place,
condensation may develop inside the television. Leave
the television switched off for a few hours.
Moisture in rooms where the set is installed should not
exceed 85% humidity.

Caution!
Make sure that the unit (most importantly the screen)
does not come into contact with hard objects, especially
during transportation!

The place of installation should provide a stable, horizontal, vibra-
tion-free surface to ensure that the television stands safely and is not
exposed to any vibrations. Vibrations could damage the sensitive
electronics.
Any warmth generated when the television is operated must be al-
lowed to escape freely. The ventilation slits on the reverse side must
always be kept free. Do not cover the ventilation openings with
curtains, cloths or newspapers.
Avoid direct thermal effects from radiators or sunlight. If in doubt,
consult a specialist dealer. Heat build-up may cause electronic com-
ponents to fail!
The maximumambient temperature should not exceed 350 celsius.

Position the TV in such a way that bright light or sunshine cannot
fall onto the screen. Light sources of this kind will reflect off the
screen and interfere with the brilliance of the picture.
Do not install the television set near equipment generating strong
magnetic fields (e.g. motors, loudspeakers, transformers, etc.) as
these may cause colour changeson the screen.

Caution!
Viewers should maintain a distance of 2-3 metres (4
times the diagonalof the image) from the screen to
protect their eyeswhile watching television.

Cleaning
Caution!
Disconnect the mains plug before cleaning.

• Do notexpose the surface of the screen to temperaturesabove
+ 80 °Cand below – 40 °C!
Protect the television againstextreme humidity.

• Do notwrite on thesurface of the screen with a biro or felt-tip
pen!

• Only use a cotton cloth to clean the screen.
• If necessary, use acotton cloth and smallquantities of diluted,

non-alkalinesoapy solution that iswater-based or alcohol-based.
• Do notuse any of the following substances:

Salt water, insecticide, chlorine or acidic solvents (ammo-
nium chloride), scouring powder.

• Gently clean the surface with the cotton cloth until it is dry.

Caution!
Never
• wipe the screen using window cleaner
• treat with foam products
• clean by polishing or scouring.

Instructions for waste disposal
Packaging and packaging aids can and alwaysshould be recycled.

Caution!
Packaging materials, such as e.g. foil bags, must be kept
away from children (Dangerof suffocation!).

Note:
Beforedisposing of the unit, please removeany batter-
ies! The unit and batteries can be handed in ata collec-
tion point for hazardous wasteor at your local recycling
centre, for example. Please consult your local authority!
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Maintenance
Electronic components are subject to a natural ageing
process. In the event of malfunctions, please consult a specialist
dealer. Only use the original packaging for transporting theunit.

Caution!
The unit is operated at dangerous voltages.The unit
may only be opened by an authorised specialist.All
maintenance and servicing work must be carried out by
an authorised company. Repairs that arecarried out in-
correctly could result in fatal injuries to the user.

Unauthorised tampering with the inside of the TV invalidates the
warranty.

Note:
To make it easier to identify your television when
handed over to customer services, state the identifica-
tion number printed on the typeplate on the rear of the
unit.

The manufacturer shall not warrant for any damage caused by im-
proper maintenanceand repair work by third parties.

Caution, risk of burning-in!
Reproducing a still image for longer periods has a
negative effect on the picturequality. Burn-in images
and permanent effects on the screen can be avoided by
implementing a series of basicprecautionary measures.
Observing the following recommendations will ensure
that the television delivers satisfactory results in the long
term:
Avoid frequent playback of the same image and mov-
ing images with static areas (e.g. fixed fade-ins in the
image or video games with areas that do notmove).

Do notview the same teletext page for long periods.
Avoid playing back on-screen fade-ins from adecoder,
DVD player, video recorder or other equipment for
long periods.
When you use the freeze-frame function on a television,
video recorder, DVD player or other equipment, do not
leave the picture on freeze-frame or pause for long peri-
ods.
Pictures with extremely light and extremely dark areas
besideone another should not be played back for long
periods.
After use, always switch the display back to standby
mode!

Scope of delivery

• 1 x LCDTV
• 1 x power pack (notwith 30LB020S4)
• 1 x mains cable
• 1 x base (with LCDTV 30LB020S4, not preassembled)
• 1 x remote control
• 2 x batteriesAAA1.5 volt for remote control
• 1 x antenna cable
• 2 x speakers (only 30LB020S4)
• 2 x speaker cable (only 30LB020S4)
• 1 x instruction manual

Setting up and installing the 30LB020S4

To set up the 30LB020S4 LCD TV, please proceed as follows:

Fitting the base
• Fit thebase to the rear of theunit using the screws (x 4) sup-

plied.
• Check that the screws are seated correctly.

Fixing and connecting the speakers

Note:
Only the speakers supplied should be connected to the
television.

• Fix thespeakers supplied to the housing using the screws pro-
vided (2 for each speaker). Or position them in the desired lo-
cation around the television.

• Connect the speakers to the terminal connectors on the rear of
the unit. Press down the terminal levers to plug in thespeaker
cables.Use the speaker cables supplied and make sure that
they are connected correctly (left +, left-, right+, right-).The
black wire in the speaker cablemust be secured to theblack
(–) terminal on the television.The second wire must be con-
nected in the sameway.

Note:
Only plug in the stripped end of the speaker cable!
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Connections

Connections

See Overview on page 3.

Connection elements on the set

Item Designation
2 Headphone socket for connecting headphoneswith a 3.5 mm

jack

Connection elements on the rear of the unit

15LB020S4

Item Designation
A DC IN:Connecting the externalpower pack (12 V DC)

to thepower supply
B VGAIN: Connecting a PC via aVGAcable
C DVI IN:Connecting a PC or similar via a DVI cable
E Scart 1: Scart socket (EURO-AV) for RGB input andAV

signal input / output (pictureand sound)
F Scart 2: Scart socket (EURO-AV) for

AV signal input (picture and sound) and S-VHS input
G ANTENNA75W:

Connection for 75-ohm antenna/cable system

20LB020S4

Item Designation
A DC IN:Connecting the externalpower pack (12 V DC)

to thepower supply
B VGAIN: Connecting a PC via aVGAcable
C DVI IN:Connecting a PC or similar via a DVI cable
E Scart 1: Scart socket (EURO-AV) for RGB input andAV

signal input / output (pictureand sound)
F Scart 2: Scart socket (EURO-AV) for

AV signal input (picture and sound) and S-VHS input
G ANTENNA75W:

Connection for 75-ohm antenna/cable system

23LB020S4

Item Designation
A DC IN:Connecting the externalpower pack (24 V DC)

to thepower supply
B VGAIN: Connecting a PC or similar via aVGAcable
C DVI IN:Connecting a PC or similar via a DVI cable
D Scart 3: Scart socket (EURO-AV) forAV signal input (pic-

ture and sound)
E Scart 1: Scart socket (EURO-AV) for RGB input andAV

signal input / output (pictureand sound)
F Scart 2: Scart socket (EURO-AV) forAV signal input (pic-

ture and sound) and S-VHS input
G ANTENNA75W:

Connection for 75-ohm antenna/cable system

30LB020S4

Item Designation
A AC IN:Connecting the integralpower pack to the power

supply via the mains cable
B VGAIN: Connecting a PC via aVGAcable
C DVI IN:Connecting a PC or similar via a DVI cable
D Scart 3: Scart socket (EURO-AV) forAV signal input (pic-

ture and sound)
E Scart 1: Scart socket (EURO-AV) for RGB input andAV

signal input / output (pictureand sound)
F Scart 2: Scart socket (EURO-AV) forAV signal input (pic-

ture and sound) and S-VHS input
G ANTENNA75W:

Connection for 75-ohm antenna/cable system
H SPEAKEROUT:Terminalconnectors for external speakers
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Antenna / cable connection
Your unit is supplied with a high-grade antenna cable with high
shielding degree.
To connect the domestic antenna or cable system, plug this cable
into the socket for the external antenna and the output socket on the
television. Avoid cable looping near the TV set for optimum recep-
tion.
If a video recorder or satellite receiver is to be connected up, please
refer to Auxiliary equipmenton page 25.

Connecting the headphones
Connection socket 2 is supplied for all normal headphones sold with
a 3.5 mm jack. For other jacks, use adapters available from special-
ised stores.

Note:
Integral speakers are switched off when headphonesare
used.

Caution!
Excessively high volumes can damage your hearing,
especially when wearing headphones.

Connecting external auxiliary equipment
Scart sockets D, E and F on the back of the unit offer extensive con-
nection options. To connect external equipment, see
page 25.

Note:
The menu and teletext displaysare not available from
the Scart sockets as an outputsignal and cannot be
picked up as a result.

Mains connection

Caution!
The unit should only be connected to the mains supply
once all other connections havebeen made.When dis-
connecting the mains cable fromthe socket,pull on the
mains plug and not on thecable.

Caution!
The LCDTV 30LB020S4 should only be connected to
a power supply voltage of 230 V / 50 Hz with a protec-
tive earth conductor.

15LB020S4, 20LB020S4,
23LB020S4

30LB020S4

1. Connectmains cable to
power pack

1. Plug the mains cable into
the mains socket on the
TV

2. Plug the cable on the
power pack into theTV

3. Plug the mains cable into
the socket

2. Plug the mains cable into
the socket

Caution!
If themains plug on theTV power cable is faulty or if
the unit shows other signs of damage, it should not be
used.
Remove the mains cable from thesocket by pulling out
at theplug – do notpull on thecable.

Note:
Always use power packs that are supplied by the manu-
facturer to avoid invalidating the warranty.

Caution!
Use an appropriatepower supply and avoid using mul-
tiple socket outlets!
To avoid damage caused by thunderstorms, pull out the
mains and antenna sockets during the storm.
Do not touch power supply plugswith wet hands - risk
of electric shocks!
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Operation

Controls

Front of TV
Item Designation

1 Remotecontrol receiver and standby indicator
2 Headphones socket
3 Power switch

Remote control
If the equipment is operated with the remote control, observe the
following:
The supplied remotecontrol can control up to five differentdevices:
TV, VCR,DVD. To operate the device, press theTV button:
- Point the remotecontrol (transmitter) at remote control receiver 1
on theunit.
- An optical connection must be established between the transmitter
and the receiver.
- If the range of the remote control decreases, replace the batteries.

Item Designation
Switches off theTV temporarily (ready for operation);
the red standby indicator 1 lights up. Press the button
again to switch theTV back on.

PR+/- Switching through each individual channelposition.
RETURN No function

MENU Displays the menus
Ÿ /⁄ To select menu options.
ÿ To select the picture format inTV mode.

Purplekey For changing to teletext mode.
Blue key To scroll TV channels in the PIP picture.

0
-
9

Number buttons for
- selecting channel position
- entering values in the menus.

F1-F2
F3-F4

Can beset for various functions.

Yellow key To display / increase / erase PIPpicture.

Green key
- Opening the Sound menu.
- Scrolling forwards page by page in teletext mode.
- To scrollAV programmes in the PIPpicture.

Red key
- Opening the Picture menu.
- Scrolling back page by page in teletextmode.
- To change PIPposition.

Item Designation
/ÿ To set functions, change values,enable and disable func-

tions.
OK Memory / confirm button

EXIT
To quit
- themenus.
- Teletext.

INFO Status information on the current channel.
Volume setting.
For switching off the sound. Pressing the button again
switches the sound back on.

TV To accessTV mode.
VCR To accessVCR mode.
DVD To access DVD mode.

Inserting the batteries
The batteries should be removed if the remote control is not used for
long periods. Otherwise, the batteries may leak and damage the re-
mote control.

Caution!
The batteries for the remote control should be kept out
of the reach of children. Swallowing batteries can seri-
ously damage your health.
Standard batteriesmust not be recharged, heated or ex-
posed to naked flames (risk of explosion).

Make your own contribution to protecting the environment!

Note:
Flat batteries and storage batteries should not be dis-
posed of together with standard household
waste.They can be deposited at the collection point for
used batteries and hazardous waste.
Pleaseconsult your local authority!
It may also be possible to return discharged
batteries to a specialistdealer or retailer.
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Using the remote control for other equipments

The remote control supplied with your set can be used for
other equipment, such as video recorders or DVD players.
This page provides information concerning the remote
control’s use with these types of equipment.

VCR

DVD

VCR

Press the VCR
button

On/Standby

DVD

Press the DVD
button

On/Standby
MENU

OK

To display the main
menu

Vertical scrolling in
menus

Horizontal scrolling
in menus

To confirm an action

To display the main
menu

Vertical scrolling in
menus

Horizontal scrolling
in menus

To confirm an action
EXIT

0-9

PR+/PR-

AV

REV

PLAY

FWD

STOP

PAUSE

REC

To close a menu

To directly access
channels or enter
numeric values

To change channels

To select AV input

Rewind

Play

Fast forward

Stop

Pause picture

Record

To close a menu

To enter numeric
values or select
options in menus

Rewind

Play

Fast forward

Stop

Pause picture

Programming the remote control

Automatic code search
This method can be used to automatically find the most
appropriate code for your appliance.
1. Switch on the appliance you wish to use the remote
control with.
2. Press the relevant button for this appliance on the remote

control, and while holding this button down, press the 
standby button until the remote control light comes on.
Release the two buttons.
3. Point the remote control at the appliance and press
PLAY. Wait until the light stops flashing. If the appliance
has not gone into standby mode after five seconds, press the
PLAY button again to continue the search for the next set of
codes.Repeat this operation until the appliance goes into
standby mode. There are 20 sets of codes.
4. When the appliance goes into standby mode, press the

standby button on the right side to switch it on again.
Then press the REV button to put it back in standby mode,
and if necessary, keep pressing until the appliance goes into
standby.
5. Press the STOP button and hold it down until the remote
control light goes off.
Note: you can cancel the programming operation at any
time by pressing the EXIT button.

Manual programming
This method involves carrying out a manual search for the
codes to be used for controlling your other appliances.
1. Switch on the appliance you wish to use the remote
control with.
2. Press the relevant button for this appliance on the remote
control, and while holding this button down, enter one of
the codes relevant to your make of appliance (there is a list
of codes at the end of this manual). If the remote control
light flashes you have entered the wrong code or it is not
possible to program the remote control.
3. Point the remote control at the appliance and press the
relevant button (VCR or DVD). Press the standby button.
If the appliance does not go into standby mode, try another
code.

Depending on the year of manufacture and the type of
appliance, some functions may not be available.
Certain codes may cover more functions than others. Test
the functions you can control and, if appropriate, try other
codes.
Note here the code(s) which work best.

When you change the remote control’s batteries,
remember to reprogram it.
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Initial startup procedure

When setting up for the first time, proceed as follows:
1. Switch the unit on at the power switch (3).Then press the

button on the remote control.The standby indicator (1)
goes out.The following Installation Menu appearson the
screen the first time the unit is switched on, or before the
first channel is stored:

Note:
Every time theTV is switched on, astarting sequence
appearson the screen displayed as a whitestripe.

Note:
If for some reason the set hasalready been switched on,
the installation menu no longer appears automatically. If
this is the case, to save the station, seepage 14.

2. Select the required line by pressing the arrow buttons
Ÿ /⁄ and change the relevant setting by pressing the ar-
row buttons /ÿ.

3. Use arrow buttonsŸ /⁄ to move the green marker back
to theSearch line.

Note:
Before the search is started, the country abbreviation
should be entered in theCountry line and the
menu language in thelanguage line.
TheStandard line should be set to the country-
specificTV standard ("UK" for UK).

4. Automatic channel search beginswhen you press the right-
hand arrow buttonÿ.All detected stations are automati-
cally assigned to the channel positions and stored in as-
cending order.

5. Press OK button to save; the displaySave : OK appears
in red briefly.

6. Press the EXIT button to quit themenu.

Note:
Screen settings such as e.g. brightness and contrast were
presetby the manufacturer to provide optimised per-
formance.You can change thesesettings in the Picture
menu (see page 15).

Menu navigation

For ease of operation, all operating procedures are represented on
the screen in MENU form.

Item Meaning
1 Main menu
2 Submenu
3 Statusbar

It is possible to select the language in which the menu is to be
displayed. Please read the Unit configuration section on page 13
for information on changing the menu navigation language.
1. The Main menu appears on the left-hand sideof the screen

when you press MENU button.The selected submenu ap-
pears to the rightnext to theMain menu.

2. Use arrow buttonsŸ /⁄ to select the individual menu
items.

Menu item see page
Picture 15
Sound-1 16
Install. 13
SOUND-2 17
Pr. set 16
Pref. 13
Timer 19
Lock $ 20
Reset 21

3. Pressÿ to advance to the selected submenu (Main menu
item ishighlighted blue).

4. To return to the Main menu fromthe various submenus,
select< Return using the arrow keysŸ /⁄.

5. Press the arrow key to access the Main menu (Main
menu item is highlighted green).

6. Press OK button to save;Save : OK appears in red
briefly.

7. Press the EXIT button to exit themenu.

Note:
The menus disappear automatically after approx.
12 seconds providing no buttonsare pressed on the re-
mote control.
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Operation

Switching on/off
Actuate power switch (3) to activate standby mode. The standby
indicator lights up (1) red. To switch on the device, press the
button on the remote control. The standby indicator 1 goes out.
Press the button on the remote control to turn the active unit to
standby mode. The standby indicator lightsup (1) red.

Caution!
Use an appropriatepower supply and avoid using mul-
tiple socket outlets!
To avoid damage caused by thunderstorms, pull out the
mains and antenna sockets during the storm.
Do not touch power supply plugswith wet hands - risk
of electric shocks!

Channel selection
• The channels are selected directly by pressing the numeric

keys (0-9).To select channels with two-digit numbers,
press the corresponding numerickeys (0-9) in direct suc-
cession.

• Pressing arrow buttonsŸ /⁄ selects the channels one by
one.

• The channels can also be selected in the channel list.Press
the MENU button twice, thechannel listappears on the
screen.
Achannel can be selected by pressing arrow buttons
Ÿ /⁄.

To confirm the channel selected,press OK button.

Sleep mode
If Program is no longer received on a certain channel, e.g. after
the station signs off or if there is no antenna signal, the unit auto-
matically switches to standby modeafter approx. 7 minutes.

Note:
InAV mode (operation of an externaldevice using one
of theScart connection socketson the rear of the unit),
sleep mode is disabled.

Setting channels
Unit configuration
1. Open the Pref. menu: Press MENU button.
2. SelectPref. in theMain menu using arrow buttonsŸ /

⁄.
3. Press the arrow keyÿ to move the green marker to the

Pref. menu.

4. Use arrow buttonsŸ /⁄ to select the individual menu
items.

5. Use arrow buttons /ÿ to modify the relevant settingsor
data.

6. When channels are stored automatically, they are sorted ac-
cording to the usual order they are stored in the respective
countries. Select the corresponding country in theCoun-
try line. Select the menu dialogue language in theLan-
guage menu item.

Various functions can be assigned to buttons F1-F2-F3-F4
(see also page 19).
The number given in the Nb of Pr.line limits the amount of
channels when "zapping". Higher channel numbers will there-
fore be ignored when channels are selected one by one (zapping).
These channels can only be selected using the numeric keys
(0-9) on the remote control and in the channel list.
7. Press the OK button to store the settings.
8. Press the EXIT button to quit themenu.
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Storing channels automatically
1. Open the Install. menu: Press MENU button.
2. SelectInstall. in theMain menu using arrow buttons

Ÿ /⁄.
3. Press arrow button /ÿ to move the green marker to the

Install. menu.
4. SelectSearch using arrow buttonsŸ /⁄.

5. Press arrow buttons /ÿ to start the search.All stations
received are automatically stored in the channel positions in
ascending numericalorder.

6. Press EXIT button to stop thesearch early.
7. If thevideo recorder channel position is also to be pro-

grammed automatically, then connect thevideo recorder
correctly with theantenna (HF) and play apre-recorded
cassette. Refer to the instruction manual for the video re-
corder to carry out this procedure.

8. Press OK button to save;Save : OK appears in red
briefly.

9. Press the EXIT button to quit themenu.
The station identification abbreviations (Name) can still be modi-
fied later.
If the picture is just black/white or there is no sound or interfer-
ence is evident on some channels, the standard Standard and
theNorm be adjusted accordingly in the Install. menu.

Direct channel input / fine tuning
1. Open the Install. menu: Press MENU button.
2. SelectInstall. in theMain menu using arrow buttons

Ÿ /⁄.
3. Press arrow button /ÿ to move the green marker to the

Install. menu.

4. Use arrow buttonsŸ /⁄ to select the individual menu
items.

5. Use arrow buttons /ÿ to modify the relevant settingsor
data.

6. Set thechannel position to where theTV station is to be
stored underProgram.me

7. Directchannel input is carried out in the
Channel line.

8. Use thebutton F1 to select betweenS for special channels
and... for other channels.

9. The channel number (2-digit) can be entered easily using
the numeric buttons (0-9);

10. or thechannel number can be scrolled through backwards
of forwards one by one using the arrow buttons /ÿ;

11. For station fine-tuning, select theFrequency line using
the arrow keysŸ /⁄.

12. You can change the settings in 50 kHz intervals up or down
by pressing arrow buttons /ÿ.

13. TheStandard and Norm lines should be adapted to
the country-specificTV standard.

14. Any channel name (max. 8 digits) can be specified in
Name.The channel name appears automatically for chan-
nels with VPS/PDC.

15. Use arrow buttons /ÿ to select the position where the
subsequentcharacter (letter, digit, etc.) should be entered.

16. Select the desired symbol using arrow buttonsŸ /⁄.
17. Use arrow buttons /ÿ to select a new position, etc.
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18. If the full channelname is set, quit the entry field using ar-
row buttons /ÿ.

19. SelectTuner in theSourcemenu line for theaerial or
cable system stations using thearrow buttons /ÿ.

20. Press the OK button to store the settings.
21. To allocate further channels select the channel line again

and proceed in thesame way.
22. Press the EXIT button to quit themenu.

Allocating and deleting channels
1. Press the MENU button twice, theProgram listappears on

the screen.

2. Use arrow buttonsŸ /⁄ to select the channel whose po-
sition needs to be changed.

3. Select the channelusing right-hand arrow buttonÿ.
4. Use arrow buttonsŸ /⁄ to guide the bar containing the

channelname to a new position.
5. Use left-hand arrow button to store the new channel po-

sition in the list.
6. If a channel is in the other bar, it can be deleted by pressing

the OK button.
7. Press the EXIT button to quit themenu.

Picture and sound
Adjusting the picture settings
Depending upon the room lighting conditions, it may occasion-
ally be necessary to adjust the brightness, contrast or other picture
settings.
1. Open the Picture menu: Press MENU button.The title

Picture is highlighted green.
2. Press the arrow buttonÿ to move the green marker to the

Picturemenu.

3. Use arrow buttonsŸ /⁄ to select the individual menu
items.

4. Use arrow buttons /ÿ to modify the relevant data.To
make modification easier, only the corresponding submenu
item appears when you press arrow buttons /ÿ.

5. By pressing OK button, all the changes to thepicture for-
mat aresaved.

6. Press the EXIT button to quit themenu.

Note:
The Picture menu can also be opened by pressing
the red button.The green marker is already located
in thePicture menu here. PressOK button to save
any changes.The menu automatically disappears
approx.5 seconds after the last input wasmade.

The Brightness and Contrast settings are governed by
room brightness. The Colour setting is based on skin tone.
TheSharpness setting is a matter of personal preference.
The tone can also be adjusted to suit personal preferences. Select
between "colder" (- left) and "warmer" (+ right).
Select the desired picture format in Format. The television
screen can be adjusted to various transmission formats. Make
sure the picture geometry is correct.
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Adjusting tone settings
1. Open the Sound menu: Press MENU button.
2. SelectSound in theMain menu using arrow buttonsŸ /

⁄.
3. Press arrow buttonÿ to move the green marker to the

Sound menu.

4. If a stereo signal is received, the option of changing be-
tween stereo and mono reception is available in theNor-
mal sound menu item.

5. Use thearrow keysŸ /⁄ to select the menu items
Treble,Bass orBalance.

6. Mode(Wide/Normal) creates the effect of acoustic
base dispersion.This gives the impression that the loud
speakers have been moved further apart fromeach other.

7. AVL(On/Off):AVl (AutomaticVolume Levelling) cor-
rects the differences in volume levels between individual
television programsand advertisements. If you prefer the
fluctuations in volume to remain, for example with music
Programs, set theAVLto Off.

8. Use arrow buttons /ÿ to modify the relevant data.
9. Press the OK button to store the settings.
10. Press the EXIT button to quit themenu.

Note:
The Sound menu can also be opened by pressing green
button.The green marker is already in the Sound menu.
Press OK button to save any changes.The menu auto-
matically disappears approx. 5 seconds after the last in-
put wasmade.

Channel-specific settings
When switching channels there are sometimes differences in
volume and contrast. The volume and the contrast can therefore
be adjusted individually for each channel position.
1. Select the Pr. set menu: Press MENU button.
2. SelectPr. set in theMain menu using arrow buttonsŸ

/⁄.
3. Press arrow buttonÿ to move the green marker to thePr.

set menu.

4. Use arrow buttonsŸ /⁄ to select the individual menu
items.

5. Use arrow buttons /ÿ to modify the relevant settingsor
data.

6. Select the channelposition from theProgramme line - the
relevant channel name should appear automatically.Atotal
of four favourite teletext pages per channel position can be
specified in the linesTXT-page 1 – 4 by entering the
three-digit number of a teletext page.These can then be ac-
cessed directly by pressing theF1-F2-F3-F4 function
buttons (see section The function buttons ... on page 19).

7. In theVolume andContrast lines, adjust thevalues
correspondingly using the arrow buttons /ÿ.

8. Press the OK button to store the settings.
9. Press the EXIT button to quit themenu.
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The Panorama Sound decoder
"Panorama Sound" achieves a significant improvement of the
stereophonic sound with normal playback of stereo sound (2
channels left/right).
The integrated microcomputer ensures that the sound has depth
and is three-dimensional, even without additional amplifiers and
speakers. Thus the sound becomes "3-D".

Note:
To enjoy video playback with "Panorama Sound", a
stereo video recorder is needed.

The Dolby Virtual Surround Sound Decoder
Dolby Virtual Surround Sound is a special method for recording
sound which was principally developed for cinema film. In order
to use these atmospheric sound effects at home as well, video
tapes, television broadcasts and video discs are also produced
with this technology.
The integrated Dolby Virtual Surround Sound Decoder repro-
duces the Dolby Stereo cinema effect on a conventional home
entertainment system. On playback of the "Dolby Pro Logic Sur-
round Tone", Dolby Virtual Surround Sound achieves a 3-D
sound similar to that of a hometheatre system.
Even without additional speakers, the corresponding modifica-
tion of the sound creates an outstanding surround effect. The lis-
tener is surrounded by the sound as if in aconcert hall.
When buying video tapes, video discs and CDs, look for the
Dolby logo . It indicates that all sound and image carri-
ers have recordings in Dolby Pro Logic Surround quality.
VHS video cassettes only marked with the logo do not
contain the necessary Dolby Surround information.

Manufactured under license from Dolby Laboratories. DOLBY,
the double-D symbol and PRO LOGIC are trademarks of
Dolby Laboratories.

Note:
Astereo video recorder is required for recording and
playing back filmswith Dolby Virtual
Surround Sound.

Decoder mode selection

Open the Sound-2 menu: Press MENU button. Select Sound-
2 in the Main menu using arrow buttonsŸ / ⁄. Use the right-
hand arrow button ÿ to move the green marker to the Sound-2
menu for the selected decoder mode.
The desired decoder mode (see diagram) can be selected by
pressing the arrow buttons / ÿ if the first line of the respective
Sound-2 menu is marked green.

Normal television sound

Open the Sound-2 menu: Press MENU button. Select Sound-
2 in the Main menu using arrow buttonsŸ / ⁄. Use right-hand
arrow button ÿ to move the green marker to the Sound-2 menu
of thedecoder modeselected.
Select Normal for decoder mode by pressing the relevant ar-
row buttons /ÿ.

The broadcast television sound remains unaltered in this decoder
mode.
Use arrow buttons Ÿ / ⁄ to select the individual menu items.
Use arrow buttons /ÿ to modify the relevant settingsor data.
The volume of the right and left speaker can be changed under
Balance to achieve optimised stereo playback.
Press the OK button to store the settings. Press the EXIT button
to quit the menu.
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Dolby Virtual Surround Sound and Panorama
Open the Sound-2 menu: Press info button MENU. Select
Sound-2 in the Main menu using arrow buttonsŸ / ⁄. Use
the right-hand arrow button ÿ to move the green marker to the
Sound-2 menu for the selected decoder mode.
Select Dolby Virtual for decoder mode by pressing the
relevant arrow buttons /ÿ.

or select the decoder modePanorama.

Use arrow buttons Ÿ / ⁄ to select the individual menu items.
Use arrow buttons /ÿ to modify the relevant settingsor data.
Adjust the intensity of the surround signalunderLevel.
The volume of the right and left speaker can be changed under
Balance to achieve optimised stereo playback.
Mode (Wide/Normal) creates the effect of acoustic base
dispersion. This gives the impression that the speakers have been
moved further apart.
Press the OK button to store the settings. Press the
EXIT button to quit themenu.

Note:
In order to achieve an improvement in the 3-D sound
when playing normal stereo sound, the decoder mode –
Panorama – must be selected.
When playing back Dolby Pro Logic Surround sound,
the decoder mode –Dolby Virtual– produces a 3-
D sound similar to that of a home theatre system.

Volume level adjustment for Dolby Virtual Surround Sound and
Panorama:
In order to give the sound the desired 3-D characteristics, the vol-
ume of both speakers and the intensity of the surround signal
should be tuned as precisely as possible to match the position of
the listener (e.g. sofa). This is called "noise focusing".
To adjust the level, select thedecoder modeTest.

When the arrow buttonsŸ /⁄ are pressed, the test signal
generator sends the noise signal (tech.: "pink noise") alternately
(for approx. 3-5 seconds per pulse) as a surround signal and to
the individualspeakers.
Adjust the intensity of the surround signal under Level. Under
Balance, arrow buttons / ÿ can be used to adjust the vol-
ume of the relevant loudspeaker. The noise signal must sound
equally loud on both channels from the listener's position.

Note:
Once saved, the basic setting only needs to be adjusted
when the position of the listener or theTV setup
changes.

Press the OK button to store the settings. Now select the desired
decoder mode.
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Special functions

Fade-in display window
The status line with channel position, channel names, sound
mode and time is displayed by pressing theINFO button.

Otherwise the display will fade out automatically after approx. 5
seconds.
The time display only functions when a transmitter offers
teletext.

The function buttons ...

Different functions can be assigned to buttonsF1,F2,F3 orF4.
1. Open the Pref. menu: Press MENU button.
2. SelectPref. in theMain menu using arrow

buttonsŸ /⁄.
3. Press the arrow keyÿ to move the green marker to the

Pref. menu.
4. SelecteitherF1,F2,F3 orF4using arrow buttons

Ÿ /⁄.

5. Use arrow buttons /ÿ to set the desired function.
6. Press the OK button to store the settings.
7. Press the EXIT button to quit themenu.
8. In normalTV mode,pressing thecorresponding keysF1,

F2,F3 orF4 activates the defined function.
List
1. The channel list appears on thescreen.
2. Achannel can be selected by pressing arrow buttons

Ÿ /⁄.
3. To confirm the channel selected,press OK button.
Format

Switching picture format (see Adjusting the picture settings15).
The first time the button is pressed, the OSD window for the cur-
rent screen format appears on the screen. The picture format
changes if the button is pressed again or at any other time. The
window disappears approx. 5 seconds after the last procedural
step is carried out.

TXT-page 1-4

Direct access to favourite stored teletext pages 1-4, see
page 16.
Clock
1. The first time thebutton is pressed, the time is displayed.
2. The window disappears from thescreen if the button is

pressed again.

Timer
1. Open theTimer menu: Press MENU button.
2. Use arrow buttonsŸ /⁄ to selectTimer in theMain

menu.
3. Press arrow buttonÿ to move the green marker to the

Timer menu.

4. Use arrow buttonsŸ /⁄ to select the individual menu
items.

5. Use arrow buttons /ÿ to modify the relevant settingsor
data.

Setting the timer:
1. UnderTime, enter the hours and minutes for the switch-off

time using arrow buttons /ÿ.
2. Activate theTimer by setting it toOn.

3. Press the EXIT button to quit themenu.The setautomati-
cally switches to standby modeafter the specified timehas
elapsed.
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Childproof lock
1. Open the Lock menu:Press MENU button.
2. SelectLock in theMain menu using arrow buttonsŸ /⁄.
3. Press arrow buttonÿ to move the green marker to theLock

menu.

4. Use arrow buttonsŸ /⁄ to select the individual menu
items.

5. Use arrow buttons /ÿ to modify the relevant settingsor
data.

Entering or changing the security code:
1. SelectChange code and enter a 4-digit code using nu-

meric buttons (0-9). Enter the same number combination
forConfirm code.

2. Press the OK button to store the settings.
As a precaution, you should note down your selected security
code.

The safety code0000 is preprogrammed ex works.

Activating the childproof lock:
1. First check whetherOff appears in theParental

control line in the Lock menu. Quit themenu by
pressing the EXIT button.

2. Press the MENU button three times to display the station
list for blocking individual channels for child protection.

3. To block an individual channel, select it and confirm each
selection by pressing the red button (On).The blocked
channels are indicated by the$ icon.

4. Conversely, the individual channels can be unblocked by
pressing the green button (Off).The$ icon disappears.

5. Quit the menu by pressing the EXIT button.
6. Then open the Childproof lock menu. Select theParen-

tal control line and set it toOn.
7. Press the OK button to store the setting.
8. Quit the menu by pressing the EXIT button.
The childproof lock is only active for the channels marked with a
dollar sign$.
A message requesting code input appears on the screen if the
Childproof lock menu is then selected. The Childproof lock
menu appears only after the correct Code has been input using
the numeric buttons (0-9).

Note:
The screen is blank if a blocked channel position is se-
lected.TheProgramme under Parental

controlwindow appears.
The security code only has to be entered once. It can,
however, be modified at any time when the childproof
lock isnot activated.
If thechildproof lock is activated, access to the Install.
menu, the Pr. set menu, the Pref. menu and the Reset
menu isblocked.
The Scart sockets on the rear of the unit are also blocked
if thechildproof lock is activated.
If you forgot thesecurity code, please consult the tech-
nical customer services department or ask your dealer.

PIC (Picture in computer)
While viewing a PC picture, you can insert a video
picture.
The inserted picture  can be from the antenna or from a
Scart socket.

- Press yellow key on the remote control to
display the PIP picture on upper-left corner of
the screen.

- Pressing again yellow key increases the size of
the PIP picture.

- Pressing a third time yellow key erases the PIP
picture.

- While PIP picture is displayed, you can scroll
through TV channels with blue key or through
AV programmes with green key.

- You can also change the PIP position with red
key.

Note : the PC resolution should be set to mode of 640x480 to
ensurePIPworksproperly (see page 21).

Security code:  __  __  __  __
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Resetting to delivery status
Open the Reset menu:
1. Press MENU button.
2. SelectReset in theMain menu using arrow

buttonsŸ /⁄.
3. Press arrow buttonÿ to move the green marker to theRe-

set menu.

4. If you press OK button twice, theTV settings are restored
to the factory settings, i.e. all channels, the personalised
pictureand sound settings, thedollar sign markings, the se-
curity code for thechildproof lock and the timer settings are
erased.The messagePlease wait appears during this
process.The messageReset completed then appears
on thescreen.

5. Quit the menu by pressing the EXIT button.
6. Disconnect the unit from the mains by unplugging it.
7. Reconnect the unit to the mains.When the unit is switched

on again using themains switch (1) or the button on the
remotecontrol, the initial start-up procedure appearson the
screen (see page 13).

Note:
It is impossible to reset theTV to itsoriginal delivery
status if the childproof lock is activated.

PC mode

Selecting inputs
A PC can be connected to the device via VGA socket (B), or a
PC or another digital signal source can be connected via DVI
socket (C) (see section Connecting auxiliary equipment on
page 25).
1. TheVGAinput is selected via a selection menu.This ap-

pears on the screen if you press the AV button.
2. SelectPC or DVI by pressing the arrow buttonsŸ /⁄.
3. Press the OK button to store the setting.

A window with the settings for the screen resolution (PC), hori-
zontal deflection frequency (HFREQ) and vertical deflection fre-
quency (VFREQ) appears for a few seconds.

Setting the language and adjusting screen settings
1. Open the Picture menu: Press MENU button.
2. Use arrow buttonsŸ /⁄ to select the individual menu

items.
3. Use arrow buttons /ÿ to modify the relevant data.

Pressing OK button saves all the changes to the picture
format.

Press the EXIT button to quit themenu.

Note:
The television is compatible with MicrosoftandApple
operating systems.
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Teletext

Teletext signals...
are not always transmitted for the whole duration of the broad-
casting time by all programmers.
A prerequisite for teletext is good reception. Fine tuning (see
page 14) must be set accurately. If problems arise, however, the
authorised dealer should check the antenna system.
TOP and FLOF Videotext are an improvement of the Videotext
system:a menu line is transmitted in addition to the Videotext.
Not all teletext Programs support TOP or FLOF teletext. Navi-
gation in teletext with TOP or fast-text differs from navigation in
standard teletext.

Selecting teletext
Teletextmode:
Press the blue button. The contents menu is displayed on page
100.

If you switch to teletext mode directly upon switching on the
television set or after changing channels, the contents menu will
not appear immediately.

Selecta desired page:
All pages can be selected using the numeric buttons (0-9) . The
three positions of the total page number are entered one after the
other.

Television mode:
To return to television mode, press EXIT button.

Page memory facility
This LCD TV has a comprehensive videotext memory facility,
which means you can open most pages instantly.
After switching on the television or changing the channel, the
videotext pages are only in the memory once the complete cycle
of pages (depending on the television station) has been run
through. This can take up to 75 seconds.
In the case of multiple pages, the memory storage time may take
longer depending on the number of subpages in question, as
these can only be transmitted one after the other by the television
station.

Which pages are stored in the memory?
• Page 100; contentsmenu
• 4 favourite pages
• At least 5 previouspages (red button)
• At least 30 subsequent pages (green button)
• The first page of each of the next 4 chapters

(yellow button)
• The first page of each of the next 3 topics

(blue button)
• Approximately 10 subpages of the page currently displayed
• At least 4 "link" pages with FLOF text
The remaining memory is filled up with the following pages.

Favourite pages
Up to 4 favourite pages can be selected for each channel. These
can be opened directly by pressing the function buttons assigned,
F1-F2-F3-F4.

Selecting favouritepages:
While in normal viewing mode, open the Pr. set menu: Press the
MENU button. Select Pr. set in the Main menu using arrow
buttons Ÿ / ⁄. Press the right-hand arrow button ÿ to move the
green marker in thePr. set menu.
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Use arrow buttons Ÿ / ⁄ to select the individual menu items.
Use arrow buttons /ÿ to modify the relevant data.
In the Program line, enter the number of the channel to which
the favourite pages will be allocated. Name displays the relevant
television station abbreviation automatically.
Enter the desired page numbers in the lines TXT-page 1 to
TXT-page 4 as follows:
• Selectone of theTXT-page... lines.
• Press arrow button /ÿ, the page number is displayed in

red.
• Enter the desired 3-digit pagenumber using numeric but-

tons (0-9).The page number returns to green.
• Select the nextTXT-page... line, and so on.
Press the OK button to store the settings. Press the EXIT button
to quit the menu.
If the relevant function buttons F1-F2-F3-F4 are pressed during
normal television operation, the teletext page assigned appears on
the screen immediately. To exit teletext, press the EXIT button.

TOP / FLOF teletext
If the television detects TOP or FLOF Teletext, the TOP/FLOF
information is displayed in the last line.

Pressing the coloured buttons selects thesepages directly.
red button (–) scroll down one page
green button (+) scroll forward one page
yellow button next section
blue button next topic
If, for example, Current is displayed in the yellow column of the
TOP/ FLOF line, you can call up this page by pressing the yel-
low button.
By pressing the MENU button once, the standard line –, +, P 100
and Mix is displayed in colour instead of the TOP/FLOF line.

Pressing the respective colour button carries out the relevant
function.
red button (–) scroll down one page
green button (+) scroll forward one page
yellow button (P100) the table of contents on Teletext

page 100 is automatically displayed.
blue button (Mix) the television image is faded into the

Teletext page. Press the button again to dis-
play the normal text page.

Note:
In standard text, if no TOPor FLOF is detected, the
standard line is displayed instead of theTOP/FLOF line.

Multiple pages
Multiple pages run under a page number, however, consist of
several subpages which are automatically activated one after the
other. They may be displayed, for example, in the following way:

Opening subpages:
For a single displayed videotext page, approximately 4 subpages
are stored in the memory. If these are already in the videotext
memory, you can open themas follows:
• Press up arrow buttonŸ to activate the subpage function.
• Open the desired subpage in ascending or descending order

using red button or green button or
• enter the desired page directly as a 4-digit number using the

numericbuttons (0-9).
Each subpage will appear on screen as selected. Press the down
arrow button⁄ to deactivate thesubpage function.
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Other teletext functions
Press MENU button twice (with standard text press once) to dis-
play information lines for other functions; Zoom, Reveal, Stop
and CS01-07.

Pressing the respective colour button carries out the relevant
function.

red button Zoom
green button Reveal
yellow button Stop
blue button CS01-CS07

Zoom Press once:
the top page half is displayed in double type
size.
Press twice:
the bottom page half is displayed in double
type size.
Press three times:
the full text pageappears.

Reveal to activated hidden information, such as results on
tele colleague tasks, answers to quiz
questions, solutions toTV quizzes,VPS lines etc.
To fadeout the information, press the button again.

Stop to stop subpages, for further scrolling, press the
button again.

CS01-CS07 Select the specialcharacter display for different lan-
guage groups.

Currentmessage
To display the current message in the television Program being
shown, enter the number of the teletext page with the current
content, e.g. last message using numeric buttons (0-9). The cur-
rent message appears in the active television picture.

Subtitle mode
Subtitles are faded into the image synchronously to a television
program. They help deaf viewers or viewers with hearing defi-
ciencies e.g. to understand Programs broadcast in foreign lan-
guagesor provide them with translations for these Programs.
• In this case your television set must also be in Teletextop-

eration.
• Use your remote control device to select the appropriate

teletext page.
• To exit subtitle mode, press EXIT button.

Red Green Yellow Blue
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Auxiliary equipment

Auxiliary equipment

Connecting auxiliary equipment
Note:
All units should beswitched off before auxiliary
equipment is connected. Only use the correct cables.
Only switch the unit on once all connections are cor-
rectly made.

Note:
Only use high-quality Scart connection cables for
maximumpicture quality.

Connecting a video recorder:

The video recorder must be connected via the antenna (HF) Å if
timer recordings are made using the video recorder or when an-
other Program is to be watched during a recording. Connect the
antenna/cable system plug with the antenna input on the video
recorder, and the antenna output on the video recorder with the
antenna socket for the TV set. In the Program menu, assign a free
channelposition to the outputchannel of the video recorder.

The television is fitted with up to three Scart sockets (see Specifi-
cations on page 3). An additional Scart connection Ç provides
optimum picture and sound quality. The required cable is avail-
able atyour specialist dealer.

Connecting a satellite receiver or a Set-Top Box in com-
bination with a video recorder:

Connect the connecting cable for the satellite or antenna/ cable
system (Å, Ç) with the corresponding input of the satellite re-
ceiver or Set-Top Box. Loop the terrestrial signal (antenna/cable),
if possible, as shown in the drawingÉ.

The Scart connection Ñ provides optimised picture and sound
quality for recordings from the satellite receiver. The connection
Ö is recommended for optimised playback. The necessary fully
configured Scart cable is available at your specialised dealers.

Connecting to external AV sources
AV signal

Connect a video recorder, for example, to Scart socket E (Scart
1). AV signals (picture and sound) can be recorded and repro-
duced via this socket.
Scart socket D (23LB020S4, 30LB020S4) or F (15LB020S4,
20LB020S4) are only used to reproduce the AV signal.
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RGB signal

The RGB signal (red-green-blue colour signal), e.g. from a DVD
player, digital SAT receiver or games console, can also be fed in
using Scart socketE.
For RGB output the horizontal picture position can also be ad-
justed.This is carried out in the Picturemenu.
Press the red button to open thePicture menu:

Select the Picture position line using arrow buttons Ÿ / ⁄ and
set them using arrow buttons /ÿ.

S-Video signal output

Connect the S-Video video recorder or S-Video camcorder to the
Scart socket F for playback.

NTSC standard playback

In addition, playback of the NTSC standard 3.58 MHz and 4.43
MHz ispossible via the Scart socket E.

Selecting sockets
The connection sockets can beselected using a selection menu.
This appears on thescreen if you press theAV button.

Use arrow buttons Ÿ / ⁄ to set the desired source. To activate,
press the OK button. Press theEXIT button to quit themenu.
• SelectAV 1,AV 2 orAV 3 to reproduce the

AV signal:
AV 1: Scart socket E
AV 2: Scart socket F
AV 3: Scart socket D (only 23LB020S4 and 30LB020S4)

• SelectRGB to reproduce the RGBsignal (theplayback de-
vice must be connected to Scart socket E).

• SelectS-VHS to reproduce the S-VHS signal (the playback
devicemust be connected to Scart socket F).
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Select from the following possibilities for Source:

Tuner The tuner signal is looped through and is output from
Scart socket E.

Scart 1 TheAV signal is inputvia Scart socket E, e.g. for video
recorders, analoguesatellite receivers, DVD players,
etc.

AV 2 TheAV signal is input via Scart socket F, e.g. for video
recorders, analoguesatellite receivers, DVD players,
etc.

AV 3
(only
23LB020S4,
30LB020S4)

TheAV signal is input via Scart socket D, e.g. for video
recorders, analoguesatellite receivers, DVD players,
etc.

RGB The RGBsignal (red-green-blue) is fed in via blue Scart
socketand has thebest picturequality (most suitable for
digitalSATreceivers,DVD playersand games con-
soles, etc.)

S-Vid. The S-VHS signal is fed via theblue Scart socket, e.g.
for S-VHS video recorders, etc.

Additional devices with switching voltage
If, e.g. the video recorder connected to one of the Scart sockets
supplies a so-called switching voltage, the television automati-
cally switches to the appropriate Scart socket (when the PLAY
button on the video recorder is activated). The television set only
reacts when the switching voltage is active. The channel position
can bechanged at any time, if necessary.

Copy function / recording via Scart sockets
If, for example, a tape is copied from one video recorder to an-
other, recording can take place via Scart sockets D and E. Any
Program can be viewed while being copied. Connect the play-
back video recorder to Scart socket D and the recording video re-
corder to Scart socket E.
1. Open the Install. menu for this. Press MENU button.
2. SelectInstall. in theMain menu using arrow buttons

Ÿ /⁄.
3. Press the right-hand arrow buttonÿ to move the green

marker in the Install. menu.
4. SelectAV 1 output out using arrow buttonsŸ /⁄.

5. Use thearrow buttons /ÿ to setAV 2 (15LB020S4,
20LB020S4) orAV 3 (23LB020S4, 30LB020S4) as the
input signal.The copying procedure can now be started.

6. Press the OK button to store the settings.
7. Press the EXIT button to quit themenu.

Note:
Pref. menu for Scart 1 out determines which signal is
outputat Scart socket E.
This setting is automatically valid for allchannel posi-
tions.

Tuner The tuner signal is looped through and is output from
Scart socket E.

AV 2 The signal from theunit connected to
Scart socket F is available asan output signal
from Scart socket E.

AV 3
(only
23LB020S4,
30LB020S4)

The signal from theunit connected to
Scart socket D is available asan output signal
from Scart socket E.

Assigning the Scart sockets

1 Audio out, right
2 Sound input right
3 Sound output left
4 Audio,earth
5 Blue input, ground
6 Audio in, left (mono)
7 Blue input
8 Switching voltage
9 Green input, ground
10
11 Green input
12
13 Red in,earth
14 Fast blanking, ground
15 Red in,S-VHS Chroma
16 Blanking signal, ground
17 Video output, ground
18 Video input, ground
19 Video output
20 Video in, S-VHS Luma
21 Shield

En
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Index

AV signal 25

Batteries 10

Brightness 15

Burn-in images 7

Channel position settings 16

Channel search 13

Childproof lock 20

Cleaning 6

Clock 19

Connection
External equipment 9

Connection
Connection elements on the side of the unit 8

Connections 8
Antenna / cable connection 9
Connecting auxiliary equipment 25
Connecting the headphones 9
Connecting to external AV sources 25
Connection elements on the rear of the unit 8
Mains connection 9

Contrast 15

Copy function / recording via Scart sockets 27

Freeze-frame 7

Initial startup procedure 12
Menu language 12
Standard sound 12
TV standard 12

Instructions for waste disposal 6

LCD TV 30LB020S4
Setup and installation 7
Speaker connection 7

Lock code 20

Maintenance 7

Menu navigation 12

NTSC standard 26

Operating elements 10
Front of TV 10
Remote control 10

Operation 13
Channel selection 13
Sleep mode 13
Switching on/off 13

PC mode 21
Selecting inputs 21
Setting the language and adjusting screen settings 21

Picture and sound 15
Adjusting the picture settings 15
Adjusting tone settings 16

Picture quality 7

Place of installation 6

Quick guide 4
Connecting to the mains power supply 4
Front of unit 4
Selecting channels 5
Selecting inputs 5
Selecting TV mode on the remote control 5
Sockets on the rear of the unit 4
Switching on the LCD TV 5
Switching the LCD TV to standby mode 5
Television reception via Scart socket (e.g. SAT or cable receiver) 5
Television reception via the antenna cable 5

RGB signal 26

Risk of burning-in 7

Scope of delivery 7

Setting channels 13
Deleting channels 15
Direct channel input 14
Fine tuning 14
Setting the transmitter automatically 14
Sorting channels 15
Unit configuration 13

Setting up channel positions for external units 26

Sleep mode 13

Sockets 26

Special functions 19
Childproof lock 20
Clock 19
Fade-in display window 19
Format 19
List 19
Resetting to delivery status 21
Teletext pages 19
The function buttons 19
Timer 19

Standby 7

S-VHS signal 26

Teletext 22

The Dolby Virtual Surround Sound Decoder 17

The Panorama Sound decoder 17

Timer 19

Tone 15

Transportation 6



Codes

AIWA 2053, 2061, 2062, 2065, 2072, 2074, 2089, 2094, 2095, 2106, 2107, 2110
AKAI 2021, 2022, 2033, 2034, 2049, 2050, 2054, 2068

2074, 2090, 2095, 2106, 2107, 2110, 2115, 2150
AKURA 2074, 2081
ALBA 2009, 2026, 2042, 2048, 2051, 2054, 2059, 2060, 2062

2065, 2068, 2081, 2087, 2090, 2092, 2093, 2094, 2095
AMBASSADOR 2009, 2068
AMSTRAD 2048, 2057, 2058, 2065, 2081, 2087, 2106, 2119, 2146
ANITECH 2026, 2081
ANSONIC 2066
ASA 2012, 2028, 2072, 2106, 2107, 2110
AUDIOSONIC 2087
AUDIOTOA 2068
BAIRD 2031, 2065, 2074, 2082, 2087, 2111
BANG & OLUFSEN 2175
BLAUPUNKT 2002, 2004, 2008, 2035, 2039, 2044, 2045, 2067, 2071

2083, 2085, 2106, 2107, 2108, 2110, 2128, 2136, 2173
BRANDT 2037, 2055, 2074, 2091, 2098
BRIONVEGA 2172
BROKSONIC 2112, 2114
BSR 2145
BUSH 2026, 2042, 2048, 2051, 2059, 2060, 2062, 2065

2081, 2087, 2088, 2090, 2092, 2093, 2094, 2095
CARREFOUR 2077
CASIO 2065
CATHAY 2087
CGE 2065, 2074, 2106
CIMLINE 2026, 2081
CLATRONIC 2009, 2068, 2081
CONDOR 2009, 2068, 2087
CONTINENTAL EDISON 2111
CROWN 2009, 2026, 2048, 2068, 2081, 2087
CURTIS MATHES 2114
CYRUS 2028
DAEWOO 2009, 2048, 2068, 2077, 2087, 2095, 2151
DANSAI 2026, 2081, 2087
DAYTRON 2087
DECCA 2028, 2065, 2074, 2080
DENON 2015, 2103
DUAL 2065, 2074, 2087, 2111
DUMONT 2028, 2031, 2032, 2065, 2082
ELBE 2013, 2073, 2087
ELCATECH 2026, 2081
ELIN 2086
ELTA 2081, 2087
EMERSON 2077, 2081, 2112
ESC 2047, 2048, 2068, 2086, 2087
EUROPHON 2068
FERGUSON 2029, 2055, 2065, 2074, 2091, 2098, 2159, 2160, 2162
FIDELITY 2065, 2081
FINLANDIA 2028, 2031, 2065, 2075, 2079, 2082
FINLUX 2015, 2028, 2031, 2032, 2065, 2075, 2082, 2106, 2107, 2110, 2155, 2165
FIRSTLINE 2012, 2016, 2017, 2026, 2042, 2072, 2075, 2076, 2077, 2081, 2088, 2094
FISHER 2018, 2019, 2023, 2031, 2068, 2073, 2078

2082, 2106, 2107, 2110, 2116, 2135
FRONTECH 2009, 2068
FUJITSU 2065
FUNAI 2065, 2106, 2107, 2110, 2145
GBC 2068
GE 2114
GEC 2028
GENEXXA 2082
GO VIDEO 2114
GOLDHAND 2026, 2081

GOLDSTAR 2012, 2043, 2065, 2072, 2106, 2107, 2110, 2112, 2114, 2167
GOODMANS 2009, 2012, 2024, 2026, 2048, 2065, 2068

2072, 2081, 2086, 2087, 2088, 2094, 2173
GRAETZ 2031, 2047, 2074, 2082, 2086, 2169, 2172
GRANADA 2018, 2028, 2031, 2065, 2067, 2072, 2075, 2079, 2082, 2086, 2171
GRANDIN 2012, 2026, 2065, 2068, 2072, 2081, 2087, 2151
GRUNDIG 2002, 2004, 2005, 2008, 2026, 2028, 2039, 2041, 2044, 2051, 2067

2085, 2091, 2106, 2107, 2110, 2130, 2136, 2138, 2139, 2144, 2173
HANSEATIC 2012, 2072, 2087
HARWOOD 2081
HCM 2026, 2051, 2081
HINARI 2003, 2026, 2047, 2051, 2062, 2066, 2074, 2081, 2087, 2088, 2095
HISAWA 2095, 2123
HITACHI 2003, 2015, 2032, 2036, 2046, 2047, 2065, 2066, 2074

2075, 2082, 2086, 2103, 2106, 2107, 2110, 2132, 2142
IMPERIAL 2065, 2086, 2106
INGERSOL 2003, 2066, 2086
INNO HIT 2068, 2081, 2086, 2087
INTERBUY 2072, 2081
INTERFUNK 2028, 2082
INTERVISION 2065, 2072, 2087, 2094, 2167
IRRADIO 2072, 2081
ITT 2009, 2012, 2018, 2031, 2033, 2047

2048, 2063, 2074, 2082, 2086, 2169, 2172
ITV 2068, 2072, 2087
JBL 2104
JC PENNEY 2103, 2112, 2114
JVC 2006, 2025, 2029, 2040, 2041, 2063, 2074, 2080

2103, 2106, 2107, 2110, 2111, 2118, 2158, 2162
KAISUI 2026, 2081
KENDO 2033, 2042, 2061, 2072, 2081, 2090, 2094
KENWOOD 2074
KNEISSEL 2094, 2095
KUBA 2078
LENCO 2048
LG 2065, 2072
LOEWE 2003, 2004, 2012, 2028, 2035
LOEWE OPTA 2066, 2067, 2072, 2083, 2097, 2108, 2126, 2136, 2167
LOGIK 2003, 2047, 2066, 2081, 2086
LUMATRON 2087
LUXOR 2016, 2018, 2020, 2024, 2031, 2033, 2076, 2078

2079, 2081, 2082, 2106, 2107, 2110, 2137, 2153
M ELECTRONIC 2013, 2065, 2072
MARANTZ 2002, 2004, 2024, 2028, 2067, 2073, 2136, 2170
MATSUI 2003, 2011, 2030, 2038, 2042, 2061, 2062, 2065

2066, 2072, 2086, 2094, 2095, 2119, 2121, 2168
MEDION 2094
M-ELECTRONIC 2065, 2072, 2073
MEMOREX 2012, 2018, 2031, 2065, 2072, 2078, 2079, 2082, 2103, 2112
METZ 2002, 2004, 2012, 2035, 2039, 2045, 2067

2083, 2085, 2097, 2136, 2138, 2144
MGN 2114
MIGROS 2065
MINERVA 2004, 2008, 2039, 2085, 2138, 2144
MINOLTA 2103
MITSUBISHI 2016, 2025, 2027, 2028, 2076, 2080

2106, 2107, 2110, 2112, 2127, 2157
MULTITECH 2026, 2065, 2068, 2081, 2082
MURPHY 2065
NATIONAL 2083
NEC 2013, 2014, 2025, 2073, 2074, 2080, 2111, 2112, 2134
NECKERMANN 2028, 2067, 2074, 2111, 2136, 2172
NESCO 2026, 2065, 2081, 2095
NIKKAI 2068, 2081, 2087

VCR



Codes

NOKIA 2018, 2031, 2033, 2047, 2074, 2075, 2079
2082, 2086, 2087, 2090, 2137, 2153, 2172

NORDMENDE 2052, 2055, 2063, 2074, 2084, 2091, 2099, 2106
2107, 2110, 2111, 2118, 2159, 2162, 2163

OCEANIC 2065, 2074, 2079, 2082
OKANO 2054, 2061, 2081, 2087, 2090, 2094
OPTIMUS 2112, 2113
ORION 2003, 2011, 2030, 2042, 2059, 2060, 2061, 2062, 2066, 2092

2093, 2094, 2095, 2112, 2120, 2123, 2145, 2148, 2149
ORSON 2065
OSAKI 2012, 2026, 2065, 2072, 2081
OSUME 2088
OTAKE 2092, 2093
OTTO VERSAND 2028, 2144
PALLADIUM 2004, 2012, 2026, 2066, 2067, 2072, 2074, 2081, 2086, 2090
PANASONIC 2035, 2044, 2045, 2083, 2097, 2106, 2107, 2108

2110, 2112, 2124, 2126, 2128, 2131, 2147, 2156
PATHE CINEMA 2011, 2066, 2076
PATHE MARCONI 2074, 2111
PENTAX 2015, 2032, 2103
PERDIO 2065
PHILCO 2013, 2073, 2081, 2103
PHILIPS 2028, 2063, 2067, 2106, 2107, 2110, 2136, 2170, 2173, 2174
PHONOLA 2028
PIONEER 2025, 2028, 2046, 2075, 2080, 2106, 2107, 2110, 2113, 2161
PORTLAND 2009, 2068, 2087
PRINZ 2065
PROFEX 2056
PROFI-TRONIC 2086
PROLINE 2051, 2065, 2088
PYE 2028
QUASAR 2112
QUELLE 2028, 2067, 2106, 2107, 2110, 2136, 2138, 2139, 2144, 2172
RADIO SHACK 2112
RADIOLA 2028, 2108
RCA 2103, 2113, 2114
REALISTIC 2112, 2114
REX 2063, 2074, 2111, 2118
RFT 2068, 2081, 2173
ROADSTAR 2012, 2026, 2047, 2048, 2072, 2081, 2086, 2087
SABA 2040, 2041, 2052, 2055, 2063, 2074, 2091, 2106, 2107, 2110, 2111, 2118
SAISHO 2003, 2011, 2030, 2038, 2042, 2066, 2094, 2119
SALORA 2016, 2018, 2033, 2076, 2082, 2106, 2107, 2110, 2137, 2171
SAMSUNG 2047, 2064, 2086, 2096, 2114, 2133, 2152, 2154
SANSUI 2025
SANWA 2066
SANYO 2018, 2031, 2078, 2079, 2082, 2106, 2107, 2110, 2137
SBR 2028, 2170
SCHAUB LORENZ 2031, 2065, 2074, 2082, 2169, 2172
SCHNEIDER 2026, 2028, 2065, 2072, 2081, 2086, 2087, 2106, 2107, 2110
SCOTT 2112
SEARS 2103, 2112
SEG 2047, 2056, 2081, 2086, 2087
SEI 2003, 2028
SEI-SINUDYNE 2066, 2145
SELECO 2068, 2072, 2074, 2111, 2118
SENTRA 2009, 2068, 2081, 2088
SHARP 2020, 2024, 2079, 2106, 2107, 2108, 2110, 2122
SHINTOM 2026, 2031, 2081, 2082
SHIVAKI 2072
SHORAI 2003, 2066
SIEMENS 2002, 2004, 2008, 2012, 2023, 2028, 2031, 2039

2067, 2072, 2082, 2085, 2136, 2138, 2144, 2170
SINGER 2017

SINUDYNE 2003, 2028, 2066
SOLAVOX 2009
SONITRON 2078
SONOKO 2087, 2151
SONOLOR 2018, 2024, 2079
SONTEC 2012, 2072
SONY 2007, 2010, 2069, 2070, 2071, 2101, 2102

2104, 2117, 2125, 2141, 2142, 2143
STARLITE 2072, 2082
STERN 2087
SUNKAI 2061, 2094
SUNSTAR 2065
SUNTRONIC 2065
SUPRA 2072, 2086
SYMPHONIC 2065, 2081
TANDBERG 2087
TASHIKO 2065, 2072, 2079, 2086
TATUNG 2028, 2065, 2074, 2076, 2079
TEAC 2065, 2074, 2087
TEC 2009, 2068, 2081, 2087
TECHNICS 2035, 2044
TELEAVIA 2074
TELEFUNKEN 2037, 2055, 2063, 2074, 2091, 2098, 2100

2106, 2107, 2110, 2111, 2118, 2164
TELETECH 2081, 2087
TENSAI 2056, 2065, 2066, 2072, 2081, 2106
THOMSON 2000, 2001, 2063, 2074, 2091, 2098, 2099

2105, 2109, 2111, 2118, 2159, 2162
THORN 2011, 2029, 2031, 2072, 2074, 2082, 2111, 2118, 2166
TOSHIBA 2016, 2017, 2028, 2063, 2074, 2076, 2077, 2111, 2119, 2129
TOWADA 2056, 2081, 2140
UHER 2047, 2072, 2086, 2111, 2172
ULTRAVOX 2021, 2087, 2172
UNITECH 2086
UNIVERSUM 2004, 2008, 2012, 2021, 2028, 2033, 2039, 2047

2057, 2065, 2067, 2072, 2085, 2086, 2094
WARDS 2112, 2114
WHITE WESTINGHOUSE 2172
YOKO 2009, 2047, 2068, 2072, 2081, 2086

AKAI 3006
DENON 3002, 3009
JVC 3016
KENWOOD 3002, 3005, 3014
MAGNAVOX 3010
MICROMEGA 3021
MITSUBISHI 3011
ONKYO 3010
OPTIMUS 3020
PANASONIC 3002, 3009
PHILIPS 3010, 3018, 3021
PIONEER 3020, 3022
X-BOX 3012
SAMSUNG 3017
SONY 3004, 3013
TECHNICS 3009
THOMSON 3000, 3001, 3015, 3019, 3012
TOSHIBA 3003, 3010
YAMAHA 3009
ZENITH 3010

DVD
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