
    
ModelsModelsModelsModels
USB/PS2 KeyboardUSB/PS2 KeyboardUSB/PS2 KeyboardUSB/PS2 Keyboard DC852A#ABA/

DC852A#ABC

USB/PS2 MouseUSB/PS2 MouseUSB/PS2 MouseUSB/PS2 Mouse DC369A

Optical USB Travel MouseOptical USB Travel MouseOptical USB Travel MouseOptical USB Travel Mouse F2100A

IntroductionIntroductionIntroductionIntroduction
HP Input/Output devices provide additional desktop functionality for HP business notebooks. The USB & PS/2 Keyboard provides all the functionality of a
USB, PS/2, and windows keys compatible keyboard, and also offers eight "easy access" buttons. The USB & PS/2 Mouse is a two-button mouse with scroll
wheel that provides the speed and accuracy of optical tracking in a simple, elegant design. Both connect to standard USB ports and also come equipped
with a USB to PS/2 adapter that converts from a USB Series connection to a PS/2 connection. The Optical USB Travel mouse delivers the convenience,
comfort, and elegance of optical mouse operation in a miniature size - an ideal solution while on the road.

Key BenefitsKey BenefitsKey BenefitsKey Benefits
USB & PS/2 Keyboard and USB & PS/2 MouseUSB & PS/2 Keyboard and USB & PS/2 MouseUSB & PS/2 Keyboard and USB & PS/2 MouseUSB & PS/2 Keyboard and USB & PS/2 Mouse

Keyboard allows customized programming of buttons to launch user-specified applications
Keyboard features pre-programmed buttons for easy access to useful business web sites
Mouse improves precision by using optical tracking
Mouse allows scroll wheel to function as a third button
Both connect to USB or PS/2 ports

Optical USB Travel MouseOptical USB Travel MouseOptical USB Travel MouseOptical USB Travel Mouse

Optical navigation driven by blue LED
Three (3) interchangeable covers (included) to instantly change the color and texture of the mouse
USB interface
Two buttons plus clicking scroll wheel
Miniature size ideal for travel

CompatibilityCompatibilityCompatibilityCompatibility
HP's USB/PS2 Keyboard and USB/PS2 Mouse are compatible with HP business notebook and docking products. The Optical USB Travel Mouse is
compatible with all HP notebooks that provide a USB port.

Service and SupportService and SupportService and SupportService and Support
HP's Input/Output devices have a one-year limited warranty or the warranty remaining for the HP product in which it is installed. Technical support is
available seven days a week, 24 hours a day, as well as in online support forums.
NOTE: NOTE: NOTE: NOTE: Certain restrictions and exclusions apply.

USB/PS2 Keyboard Option Service Spares Kit 304195-XXX

USB/PS2 Mouse Option Service Spares Kit 304196-XXX

Optical USB Travel Mouse Option Service Spares Kit 309674-001
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USB/PS2 KeyboardUSB/PS2 KeyboardUSB/PS2 KeyboardUSB/PS2 Keyboard DimensionsDimensionsDimensionsDimensions (H x L x W) 1.5 x 18.5 x 6.5 in (3.8 x 47 x 16.5 cm)

WeightWeightWeightWeight 2.30 lb (1.04 kg)

System requirementsSystem requirementsSystem requirementsSystem requirements Windows® 2000, Windows XP Home and Windows XP Professional

Available USB or PS/2 port

ApprovalsApprovalsApprovalsApprovals EMC StandardsEMC StandardsEMC StandardsEMC Standards EN55022:1998, EN55024:1998

Safety StandardsSafety StandardsSafety StandardsSafety Standards UL 950, UL 94, UL 746, UL 796

Laser StandardsLaser StandardsLaser StandardsLaser Standards FCC Class B, UL 1950, cUL, TUV/GS, CE, C-Tick, VCCI,
BCIQ, RRL

Kit ContentsKit ContentsKit ContentsKit Contents Keyboard, Safety and Comfort Guide, PS2/USB Adapter, Warranties

        

USB/PS2 MouseUSB/PS2 MouseUSB/PS2 MouseUSB/PS2 Mouse DimensionsDimensionsDimensionsDimensions (H x L x W) 1.5 x 4.6 x 2.4 in (3.8 x 11.6 x 6.2 cm)

WeightWeightWeightWeight 4.6 oz (130 g)

Cable LengthCable LengthCable LengthCable Length 185 cm

System requirementsSystem requirementsSystem requirementsSystem requirements Windows 2000, Windows XP Home and Windows XP Professional.

Available USB or PS/2 port

ApprovalsApprovalsApprovalsApprovals EMC StandardsEMC StandardsEMC StandardsEMC Standards EN55022:1998, EN55024:1998

Safety StandardsSafety StandardsSafety StandardsSafety Standards UL 950, UL 94, UL 746, UL 796

Laser StandardsLaser StandardsLaser StandardsLaser Standards FCC Class B, UL 1950, cUL, TUV/GS, CE, C-Tick, VCCI,
BCIQ, RRL

Kit ContentsKit ContentsKit ContentsKit Contents Mouse, PS2/USB Adapter, Warranties

        

USB Optical Travel MouseUSB Optical Travel MouseUSB Optical Travel MouseUSB Optical Travel Mouse DimensionsDimensionsDimensionsDimensions (H x L x W) 2 x 4 x 1.2 in (5.1 x 10.2 x 3.05 cm)

WeightWeightWeightWeight 2.7 oz (77 g)

System requirementsSystem requirementsSystem requirementsSystem requirements Windows 2000, Windows XP Home and Windows XP Professional

Available USB port

ApprovalsApprovalsApprovalsApprovals EMC StandardsEMC StandardsEMC StandardsEMC Standards EN55022:1998, EN55024:1998

Safety StandardsSafety StandardsSafety StandardsSafety Standards UL(1950), CSA(950), (EN60950)

Laser StandardsLaser StandardsLaser StandardsLaser Standards Mouse in compliance with EN 60825-1:1994 Class 1
LED

Kit ContentsKit ContentsKit ContentsKit Contents USB Optical Travel Mouse and Documentation

© Copyright 2004 Hewlett-Packard Development Company, L.P.
The information contained herein is subject to change without notice.

Windows is a US registered trademark of Microsoft Corporation.

The only warranties for HP products and services are set forth in the express warranty statements accompanying such products and services. Nothing herein
should be construed as constituting an additional warranty. HP shall not be liable for technical or editorial errors or omissions contained herein.
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