MPN: MC-USB2.0CC2

USB-C to USB-C Charging cable, black.

2m

Fast charge and USB Sync: Supports Power Delivery up to 60W at 3A for fast
charging from a USB port or Quick Charge enabled port/power adapter - Good
quality designed to charge and sync USB-C devices - Use with USB-C ports and

up to 60W chargers.

Connectors: Male USB-C to Male USB-C - Version: USB 2.0 - Power: Up to
60W/3A - Jacket Type: TPE - Shielding: EMI Protection with Aluminum/Mylar

® \ersion 2.0
® Supports 480Mbps
20V/3A + E-Mark

Perfect for charging

Specifications

Features

Legal Information

Cable colour

Cable jacket material

Cable length

Conductor material
Connector 1

Connector 1 form factor
Connector 1 gender
Connector 2

Connector 2 form factor
Connector 2 gender
Connector contacts plating
Connector shielding
Maximum data transfer rate
Plug and Play

Product colour

Reversible connectors
RoHS compliance

USB Power Delivery (USB PD)
USB Power Delivery up to

USB version

ADR Information
Country of Origin
EU ECCN Code
Tariff No.
UNSPSC Code
US ECCN Code

Black

Polyvinyl chloride (PVC)

2m
Copper
usB C
Straight
Male
uUsBC
Straight
Male
Nickel
Yes
480 Mbit/s
Yes
Black
Yes

Yes

Yes

60 W
UsSB 2.0

No restrictions
China

N/A
8544429090
43211617
EAR99

X
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Package dimensions

Packaging data

Power

Product dimensions

Vendor information

Weight & dimensions

Depth (package,cm)
Gross Weight (Package, kg)
Height (package,cm)

Width (package,cm)
Quantity per pack

Output current (max)

Output voltage
Net Weight (Product, kg)

Brand Name

Warranty

Cable diameter

126cm
0.065 kg
1.2cm
13.7 cm
1pc(s)

3A
20V

0.058 kg

MicroConnect

25 Year(s)

4.3 mMm
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Other products in this series

0.5 MC-USB2.0CCO5
1 MC-USB2.0CC1
1.5 MC-USB2.0CC15
2 MC-USB2.0CC2
3 MC-USB2.0CC3
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