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HP Scanjet 3770

Digital Flatbed Scanner

The HP Scanjet 3770 offers versatile and
easy scanning that delivers quality images
that you can file, print and share. This sleek
and sophisticated scanner has the exclusive
HP Image Zone software that conveniently
crops, rotates, and enhances your digital
photos. You can organise them, create album
pages, print enlargements, share them via
email, and even edit video clips with this
versatile, and userfriendly software.
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The easy way to scan and share
photos, documents, and more.

Great photo-quality images

Slim but reliable, the HP Scanjet 3770 easily digitises
photos, documents and other items with impressive detail
and sharpness. Scanning at up to 1200 x 2400 hardware
resolution and 48-bit colour, it gives you brilliant true-to-life
images that can be easily optimised to produce high-quality
photo prints.

Scan slides and negatives too

A special built-in Transparent Materials Adapter (TMA)
allows you to scan much more than your usual documents
and standard photos. Even 35mm slides and negatives can
be converted into digital files for easy sharing and storage.

Photo sharing made easy

Share your scanned photos online at a touch of a button!
The userfriendly HP Instant Share lets you send image-rich
emails to your family and friends without the usual large
attachments and slow downloads.

Save many photos in one scan

The HP Scanjet 3770 lets you scan a number of photos
at one time, and automatically saves each photo as an
individual file in your chosen location for easy retrieval.
It's ideal for older or odd-sized photos as there’s no need
to crop or resize.

Get crisper, more vivid images at 1200 dpi
optical resolution.

Turn slides and negatives into digital files easily
with the Transparent Materials Adapter (TMA).

Fast and simple scanning with just the touch
of a button.
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HP Scanjet 3770 Digital Flatbed Scanner

Superior scans at a touch

Scanner type Flatbed

Input modes Three-button front panel: scan, copy and HP Instant Share; HP Image Zone software;
Transparent Materials Adapter (TMA); user application via TWAIN

Additional features Builtin Transparent Materials Adapter (TMA), 3-button front panel (scan, copy,
or launch HP Instant Share); Hi-Speed USB-compatible with USB 2.0 specifications;
HP Image Zone software

Speed Preview speed: as little as 10 seconds
Task speed:
as little as 25 seconds — 4 x 6 inch photo to Microsoft® Word
as little as 39 seconds — OCR full page
as little as 24 seconds — 4 x 6 inch photo to email

Resolution 1200 dpi optical resolution
1200 x 2400 dpi hardware resolution
up to 999,999 dpi enhanced resolution*

Imaging technology CCD

Bit depth 48-bit colour

Scaling 10 to 2000% in 1% increments

Maximum document size

216 mm x 297 mm (8.5 x 11.7 inches)

Interface and operating
system requirements

OS Support: Microsoft® Windows® [98, 98 SE, 2000, Me, XP (Professional
and Home Editions)]; Mac OS X 10.1.5, 10.2, 10.3 or higher

Dimensions

287 x 449 x 66 mm

Weight

3 kg

Minimum system requirements

For PC: USB-compatible PC with Microsoft Windows [98, 98 SE, Me, 2000, XP
(Professional and Home Editions)] with Intel Pentium Il 500 MHz, Celeron, or
compatible processor; 128 MB RAM; 500 MB disk space; Microsoft Windows
Internet Explorer 5.01 SP2 or later; SVGA monitor (800 x 600, 16-bit colour);
CD-ROM drive; USB port

For Mac: USB-compatible Macintosh® computer with Mac OS X 10.1.5, 10.2,
10.3 or higher; 128 MB RAM; 240 MB disk space; SVGA monitor (800 x 600,
16-bit colour); CD-ROM drive; USB port

Contents

® HP Scanjet 3770 Digital Flatbed Scanner
® USB cable-compatible with USB 2.0 high-speed specifications
® Power supply (where applicable)
® USB cable
o User’s manual
® Set-up poster
o CD-ROM with software for Microsoft Windows and Macintosh:
- HP Image Zone software with HP Instant Share
— Integrated |.R.I.S. Readlris OCR (for Windows only)
— L.R.I.S. Readlris Pro 9 (for Macintosh only)

Multiple formats

For PC: TIFF, TIFF (multi-page), TIFF compressed, Bitmap, DCX, PCS, JPEG, GIF,
FlashPix, Plain Text, PDF, HTML, Rich Text

For Mac: TIFF, TIFF (multi-page), TIFF compressed, PICT, JPEG, GIF, FlashPix,
Plain Text, PDF, HTML, Rich Text

Operating environments

Operating temperature range: 10 to 35°C
Operating humidity range: 15 to 85% RH
Storage temperature range: -40 to 70°C
Storage humidity range: 0 to 90% RH

Power

Universal AC adapter: 100 to 240 VAC (+/- 10%), 50/60 Hz (+/-3Hz) input
(according to configuration), 12-VDC, 1-25-amp output, Energy Star™ compliant

Regulatory compliance
information

Safety

EMEA (IEC 60950 third edition compliant; third party safety certification),
North America (Nationally-recognised testing laboratories), Poland (PCBC),
Russia (GOST)

Electromagnetic compatibility
EMEA (CE certification of conformity), North America (FCC), Australia (SMA),
New Zealand (SMA), Russia (GOST), Korea (MIC), Taiwan (BSMI)

* Maximum dpi is limited by available computer memory, disk space and other system factors.

Ordering information

Number L1915A

Description HP Scanijet 3770
Digital Flatbed Scanner

Hewlett-Packard offices

Australia Tel : 132347

Hong Kong Tel : (852) 800 938 833
India Tel 1600 444 999
Indonesia Tel : 08001111222
Fax : 0800 0333 444
Korea Tel : (080) 703 0700
Malaysia Tel 1800 88 4848
New Zealand Tel (0800) 733 547
Philippines Tel 1800 1331 4488
PRC Tel 800 820 6616/
021 3881 4518
1800 278 8100
(0800) 236 686
(66-2) 353 9000
(84-8) 823 6215
(65) 6275 6707

Singapore Tel
Taiwan Tel
Thailand Tel
Vietnam Tel
Bangladesh

Brunei, Cambodia,
Pakistan, and

Sri Lanka

Stamp

HP customer care

One year limited warranty*; optional HP Care Pack for
3 years from purchase date; 24-hour electronic support
free at www.hp.com/support

or specific warranty details, please check with your
*For specifi details, pl heck with y
local country reseller.

For more information, visit us at
http:/ /www.hp.com/apac/homeandoffice

Mac, Mac OS and Macintosh are trademarks of Apple
Computer, Inc.

All brand and product names are trademarks or registered
trademarks of their respective companies. The information
contained in this document is subject to change without nofice.
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without notice.
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