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Reliabale office solutions

The 19” ProLite E1980S is an LED-backlit monitor featuring a good response time, high contrast, as well as sSRGB and gamma
correction functions that allow even the finest color nuances to be adjusted with precision. Additionally, this monitor comes
equipped with integrated speakers.

K dispozici také s vySkové nastavitelnym stojanem : ProLite B1980S-B1

000000000 RRRRS
.

ACR OFF

LED- podsviceni ACR
Typicky CCFL LCD pouziva &tyfi lampy. Pouziti LED Kontrast je rozdil mezi nejtemnéjsi €ernou a nejjasnéjsi
diod vyrazné snizuje spotfebu elektrické energie a také bilou, které mize va$ LCD monitor zobrazit. Advanced
emisi CO2 do zivotniho prostfedi a tim se stava LCD Contrast Ratio je funkci, ktera automaticky reguluje
opravdovym Eco-Friendly produktem. kontrast a zfetelnost obrazu v zavislosti na jeho jasu.

Cim vyssi je kontrast, tim Iépe bude vypadat obraz v
temné mistnosti, coZz ma mimofadny vyznam béhem
hrani her a promitani filma.
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https://iiyama.com/cz_cs/produkty/prolite-b1980s-b1/

@ CHARAKTERISTIKA OBRAZU

Uhlopfi¢ka monitoru
Panel

Nativni rozliseni
Format obrazu

Jas

Kontrast

Pokro¢ily kontrast
Cas rekace (GTG)
Uhel sledovani
Barevna podpora
Horizontalfrequenz
Arbeitsflaiche H x B
Velikost bodu

Barva

19", 48cm

TN

1280 x 1024 @75Hz (1.3 megapixel)
5:4

250 cd/m?

1000:1

12M:1

3ms

horizontalni/vertikalni: 170°/160°, na parvo/na lefo: 85°/85°, nahoru/dol(: 80°/80°
16.7min (sRGB: 99%; NTSC: 72%)
30 - 80kHz

376.32 x 301.05mm, 14.8 x 11.9"
0.294mm

matna, ¢erna

@ ROZHRANI / KONEKTORY / OVLADANI

Vstupni porty

HDCP

@ VLASTNOSTI

Jazyky OSD
Kontrolni tlacitka

Nastavitelné parametry

Reproduktory
Vyhoda

@ MECHANICKE GASTI

Upravy polohy
Uhel naklonu
VESA

Systém spravy kabelu

@ ZAHRNUTE PRISLUSENSTVI

Kabely

Ostatni

@ POWER-MANAGEMENT

Napajeci zdroj:

Napajeni

HDMI x1
DisplayPort x1

ano

EN, DE, FR, ES, IT, PT, RU, JP, CZ, NL, PL
Power, Menu, +/ Volume, -/ Eco, Signal Select (Auto)

picture adjust (contrast, brightness, i-Style colour, ACR, Eco, OD, X-Res
technology), image setup (blue light reducer, sharpness), colour settings (gamma,
6-axis, colour temp.), audio settings (volume, mute), OSD settings (H. position, V.
position, OSD time, language), extra (reset, DDC/CI control, signal select, HDMI
range, opening logo, power LED, information)

2x2W
Kensington-lock™ pfipraven, DDC2B, Mac OSX

naklon
21° nahoru; 4° doll
100 x 100mm

ano

napajeci, HDMI

uzivatelsky manual, instrukce bezpeénosti

interni

AC 100 - 240V, 50/60Hz
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Odbér energie: 12W typisch, 0.5W odpocinek, 0.3W vypnuty

@ UDRZITELNOST

Predpisy CE, TUV-GS, RoHS support, ErP, WEEE, REACH, UKCA
Energeticka tfida (Regulation (EU) 2017/1369) D
EPEAT *registration varies by country, go to www.epeat.net for details

REACH SVHC nad 0.1% olova

@ ROZMERY / HMOTNOST

Rozméry vyrobku S x V x D 411 x 402 x 204.5mm
Rozméry baleni S x V x D 474 x 427 x 122mm
Vaha (bez baleni) 3.1kg

Vaha (s balenim) 4.1kg

EAN code 4948570125418
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VSechny ochranné znamky jsou registrovany a chranény. Viyhrazené pravo na zmény. Veskeré ploché panely LCD splriuji normu I1SO-9241-307:2008
v oblasti poctu vadnych pixeld.
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