Micro
M Connect’

Reliable Connectivity

MPN: MC-DP-MMG-300-LSZH

4K DisplayPort 1.4 Cable, 3m

This high performance HD digital video and audio cable is made for connecting
monitors, laptops, projectors or graphic cards interface to a monitor with
DisplayPort interface.

® 4K (60Hz)

® GCold-plated connectors for improved signal transmission

e ARC

Specifications

Features 3D Yes
Cable length 3am
Connector 1 DisplayPort
Connector 1 form factor Straight
Connector 1 gender Male
Connector 2 DisplayPort
Connector 2 form factor Straight
Connector 2 gender Male
Connector contacts plating Gold
DisplayPort Content Protection Yes
(DPCP)
DisplayPort version 1.4
Maximum refresh rate 60 Hz
Number of shielding layers 3
Plug and Play Yes
Product colour Black
RoHS compliance Yes

Legal Information ADR Information No restrictions
Country of Origin China
EU ECCN Code N/A
Tariff No. 8544429090
UNSPSC Code 43202222
US ECCN Code EAR99

Package dimensions Depth (package,cm) 159 cm
Gross Weight (Package, kg) 0.2 kg
Height (package,cm) 3.8cm

Width (package,cm) 219 cm



Packaging data
Product dimensions
Sustainability

Vendor information

Quantity per pack
Net Weight (Product, kg)
Sustainability certificates

Brand Name

Warranty

1 pc(s)
0.17 kg
RoHS, CE, REACH

MicroConnect

25 Year(s)
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