
Very high cooling efficiency
Pure Wings 3 fan with funnel shaped air outlet
Quiet operation
High RAM and VRM cooler compatibility

HIGHLIGHTSIDEAL APPLICATIONS

High-resolution multimedia systems
Air-cooled consumer PCs

Advanced gaming
Silent system builds

Compact performance for everyone

Pure Rock 3 rocks your system with very high performance in a compact design and a specially designed Pure Wings 3 fan.

Highlights 

▪ Very high cooling capacity for modern CPUs
▪ 4 high-performance 6mm heat pipes with HDT technology
▪ Optimized Pure Wings 3 120mm PWM fan with funnel shaped air outlet
▪ Achieves only 31.2dB(A) at maximum fan speed
▪ High RAM and VRM cooler compatibility thanks to a compact design
▪ Preinstalled cooler mounting bridge for a fast and easy installation 
▪ Offset mounting for better performance on latest AMD Ryzen CPUs
▪ Elegant looks in an all-black or optionally a two-tone design
▪ Product conception, design and quality control in Germany
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190W TDP



Logistics data 

Pure Rock 3 Article no. EAN code

Black BK039 4260052192498

Silver AMD BK044 4260052192788

Silver Intel BK045 4260052192795

bequiet.com 
V1/25

We do not take responsibility for typographical errors. Similar Image.

Contact 

be quiet! headquarters 

Listan GmbH
Wilhelm-Bergner-Straße 11c
21509 Glinde
Germany

Service hotline: +49 40 7367 686 44

e-mail: service@bequiet.com
Visit the contact section on bequiet.com 
for the right regional service information. 

General data 

Dimensions, incl. fan (L x W x H in mm) 71 x 124 x 154

Weight incl. fan (g) 570

Heat sink material Aluminum

Socket compatibility
Intel: 1851 / 1700 / 1200 / 1150 / 1151 / 1155
AMD: AM5 / AM4

Maximum power capacity (W TDP) 190

Noise level (dB(A)) at 50% / 75% / 100% (rpm) 12.4 / 24.4 / 31.2

Number of heatpipes / diameter (mm) 4 / 6

Fan specifications 

Fan dimensions (L x W x H), (mm) 120 x 25 x 120

Speed at 100% PWM / 12V (rpm) 2000

Airflow at 100% PWM / 12V (cfm / m³/h) 59.6 / 101.2

Air pressure at 100% PWM / 12V (mm H²0) 2.41

Safety current (A) 0.30

Connector 4-pin PWM

Lifespan (h / 25°C) 80,000

Accessories
Thermal grease (already applied), Mounting set for Intel and AMD.
Manual (EN, DE, FR - other languages digitally available)

Certifications 

UK Authorised Representative (for authorities only) ProductIP (UK) Ltd.8,  
Northumberland Av. London WC2N 5BY


