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24” IPS Full HD panel with 4-side
slim bezel and B energy class

4 Polie )
liyama Vet The ProLite X2492HSU is a 24" Full HD monitor for
anyone who values both high performance and a more
sustainable choice. Packaged without plastic and made
from 85% post-consumer recycled materials, it meets
TCO Certification and EPEAT® Silver standards.

24" IPS = <

60.5cm 10201080 SUMBEZEL  2aW

Its IPS panel delivers sharp detail, vibrant colours and
wide viewing angles, while the 4-side slim bezel design
creates a sleek, distraction-free workspace. EyeSafe®
and Eye Comfort certifications help to reduce eye strain,
making it ideal for extended periods of use.
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—— VLASTNOSTI

Dékujeme

Dékujeme vam za zodpovédnou volbu
produktu, ktery pomaha fidit pokrok smérem k
udrziteln&jsi budoucnosti. Abychom toho
doséhli, pouzivame k baleni tohoto produktu
nulovy plast a samotné pouzdro produktu je
vyrobeno z 85 % z recyklovanych materiald.
Obal je 100% recyklovatelny.

> Hg

Lepsi volba - certifikovano

Tento produkt spliiuje 100 % kritérii TCO
Certified, nejkomplexnéjsi certifikace
udrzitelnosti pro IT produkty na svété. Splnuje
také kritéria EPEAT® Silver zahrnujici
hodnoceni environmentalni a socialni
odpovédnosti stanovené EPEAT® — predni
svetovou ekoznackou pro elektroniku. Stejné
jako kazdé elektronické zafizeni prodavané v
EU je v souladu se smérnici o omezeni
nebezpecnych latek 2002/95/EC (RoHS 1) o
omezeni pouzivani urcitych nebezpeénych
latek. Pfestoze smérnice umoziuje pouziti az
0,1 % rtuti, tento vyrobek je 100 % bez rtuti.

Setiete elektfinu, udrzujte
vykon zobrazeni

Vybér monitoru s energetickou tfidou B
znamena, ze efektivné Setrite elektfinu bez
kompromis( ve vykonu — energeticky U¢inna
funkce vyuzivajici nejucinnéjsi technologii LED
podsviceni v kombinaci s vysoce G€innym
barevnym filtrem zachovava jas a Zivé barvy,
takze zobrazujici vykon zUstane nedotcen.

Pecujte o své o€i

Certifikace Eye Safe, zalozena na optickych
testech a vyzkumu vedeném optometristy a
oftalmology z celého svéta, znamena, Ze tento
produkt poskytuje trvale zapnutou ochranu proti
modrému svétlu, ktera snizuje
vysokoenergetické modré svétlo a pfitom
zachovava nedotceny barevny vykon. Spliuje
také pozadavky certifikace Eye Comfort, ktera
potvrzuje, Ze produkt ma snizené modré svétlo
a neblika, aby chranil o¢i a chranil zrak uZivatele
a umoznoval uZivateli ménit polohu téla, aniz by
byla ohrozena kvalita vizuélniho obrazu.
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—— SPECIFICATION

@ CHARAKTERISTIKA OBRAZU

Design 4-side slim bezel
Uhlopti¢ka monitoru  23.8", 60.5cm
Panel IPS Panel Technology LED s matnou povrchovou Upravou
Nativni rozliseni 1920 x 1080 @120Hz (2.1 megapixel Full HD)
Format obrazu 16:9
Jas 300 cd/m?
Kontrast 1500:1
Pokrocily kontrast 80M:1
Cas rekace (GTG) 3ms
Uhel sledovani horizontalni/vertikalni: 178°/178°, na parvo/na lefo: 89°/89°, nahoru/dold: 89°/89°
Barevna podpora 16.7min (SRGB: 96%; NTSC: 72%)
Horizontalfrequenz 30 - 140kHz
Arbeitsflaiche H x B 527 x 296.5mm, 20 x 11.6"
Velikost bodd  0.275mm

Barva matng, ¢erna

@ ROZHRANI / KONEKTORY / OVLADANI

Vstupni porty HDMI x1 (v.1.4)
DisplayPort x1 (1.2)

USB HUB x2 (v.3.2 Gen 1 (5Gbps, 4.5W))
HDCP ano

Konektor pro ano
sluchatka

@ VLASTNOSTI

Redukce modrého ano
svétla

Flicker Free LED ano

Adaptive Sync ano
support

Extra i-Style colour, Eye Comfort
Jazyky OSD EN, DE, FR, ES, IT, RU, JP, CZ, NL, PL, UA

Kontrolni tlacitka Joystick: Center: Power/Menu, Up/Input Select, Down, Left/i-Style coloour/Eco/Blue Light
Reducer, Right/Volume/Mute Audio

Nastavitelné picture adjust (brightness, contrast, ECO, ACR, OD, Adaptive Sync, X-Res Technology,
parametry DPS), colour settings (6-axis, i-Style colour, blue light reducer, gamma, RGB range,
colour temp.), OSD settings (OSD H. position, OSD V. position, OSD time, OSD
background, DDC/CI, display information ), miscellaneous ( sharpness, video mode
adjust, opening logo, power LED, USB charge, audio settings (volume, mute), recall
(recall all)

Reproduktory 2 x 2W
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Vyhoda Kensington-lock™ pfipraven, DDC/CI, DDC2B, Mac OSX
@ MECHANICKE CASTI

Upravy polohy néklon
Uhel naklonu  20° nahoru; 4° dold
VESA 100 x 100mm

Systém spravy kabelti ano
@ ZAHRNUTE PRISLUSENSTVI

Kabely napéjeci (1,5m), USB (1.5m), HDMI (1.5m)

Ostatni  uzivatelsky manual, instrukce bezpec¢nosti
@ POWER-MANAGEMENT

Napajeci zdroj: interni
Napajeni AC 100 - 240V, 50/60Hz

Odbér energie:  10.7W typisch, 0.5W odpocinek, 0.3W vypnuty
@ UDRZITELNOST

Predpisy TCO Certified, CE, TUV-GS, EAC, VCCI-B, PSE, RoHS support, ErP, WEEE, REACH,
UKCA

Energeticka tfida B
(Regulation (EU)
2017/1369)

EPEAT Silver *registration varies by country, go to www.epeat.net for details

REACH SVHC nad 0.1% olova
@ ROZMERY / HMOTNOST

Rozméry vyrobku S x 543 x 395 x 190mm
VxD

Vaha (bez baleni) 3.1kg

EAN code 4948570126156
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—— GALERIE
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Polide

X2492Hs5U
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V8echny ochranné znamky jsou registrovany a chranény. Vyhrazené pravo na zmény. Veskeré ploché panely LCD splfiuji normu 1ISO-9241-
307:2008 v oblasti poétu vadnych pixeld. © IYAMA CORPORATION. ALL RIGHTS RESERVED
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