G-MASTER GB2441HSU-B1

1920x1080

BLACK HAWK™
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Get ahead with the 24" GB2441HSU Black Hawk monitor with IPS Panel Technology,
1ms MPRT and height adjustabe stand

Indulge in exceptional gaming excellence with the 24" GB2441HSU monitor. This display boasts cutting-edge IPS panel
technology, a 144Hz refresh rate, and an ultra-swift ims MPRT response time. Elevate your gaming adventure to the next
level, thanks to FreeSync Technology and the Black Tuner function, ensuring crystal-clear visibility even in the darkest scenes.
In addition, equipped with a height adjustable stand (15cm).

K dispozici také s pevnym stojanem : G-Master G2441HSU-B1

144Hz 1ms
Rychla obnovovaci frekvence je zarukou hladké, Rychla doba odezvy je klicem k velmi plynulé hfe.
nerozmazané a neroztfesené grafiky, s nizkou latenci Snizuje vyskyt stin( a rozmazani, tim poskytuje uzivateli
nebo plynulym zlepSenim doby odezvy na rychlych s bohatymi zkuSenostmi dal$i krok ke zlepSeni vykonu

hrach. Obzvlasté vhodnd je k rychlym hram jako jsou
FPS, zavodni hry, MOBA a sportovni hry, kde 144Hz
obnovovaci frekvence pfinasi svézi a ostré snimky
potfebné pro zlepSeni vasi hry.
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https://iiyama.com/cz_cs/produkty/g-master-g2441hsu-b1/

@ CHARAKTERISTIKA OBRAZU

Uhlopfi¢ka monitoru
Panel

Nativni rozliseni
Format obrazu

Jas

Kontrast

Pokro¢ily kontrast
Cas rekace (MPRT)
Uhel sledovani
Barevna podpora
Horizontalfrequenz
Arbeitsflaiche H x B
Velikost bodu

Barva

23.8", 60.5cm

IPS s matnou povrchovou Upravou
1920 x 1080 @144Hz

16:9

350 cd/m?

1500:1

80M:1

1ms

horizontalni/vertikalni: 178°/178°, na parvo/na lefo: 89°/89°, nahoru/dold: 89°/89°
16.7min

30 - 163kHz

527 x 296.5mm, 20.7 x 11.7"
0.2745mm

matna, ¢erna

@ ROZHRANI / KONEKTORY / OVLADANI

Vstupni porty

USB HUB
HDCP

Konektor pro sluchatka

@ VLASTNOSTI

Redukce modrého svétla
Flicker Free LED
Adaptive Sync support
Jazyky OSD

Kontrolni tlacitka

Nastavitelné parametry

Reproduktory
Vyhoda

@ MECHANICKE GASTI

Upravy polohy
Vyskoveé nastavitelné
Otocny (Pivot)

Uhel otoéeni

Uhel naklonu

HDMI x1 (v.1.4)
DisplayPort x1 (v.1.2)

X2 (v.2.0 DC5V, 500mA)
ano

ano

ano

ano

FreeSync - 1920 x 1080 @48-144Hz

EN, DE, FR, ES, IT, RU, JP, CZ, NL, PL, UA

Joystick / Tla¢itko Napajeni: Napajeni / Menu (Centrum), Nahoru / Volba vstupd,
Dold, Vpravo / Hlasitost / Ticho, Vlevo / Jas / Adaptive Sync / No¢ni rezim /
Redukce rozmazani pohybu / i-Style Color / ECO

Regulace obrazu (Kontrast, Jas, Overdrive, Adaptive Sync, Adv. Kontrast, No¢ni
rezim, Redukce rozmazani pohybu, Gamma), Volba vstupl (Auto/Manual, HDMI,
DP), Uprava audio (Hlasitost, Ticho), UloZit uziv. nastav. (Uzivatelsky rezim),
Nastaveni barev (6-Osa, Teplota barev, Uzivatelska volba, i-Style Color, Redukce
modrého svétla, Detail stin(l), Nastaveni obrazu (Ostrost, RGB rozsah, Pomér
Stran, Technologie X-Res), Jazyk, Nastaveni menu (H. pozice, V. pozice, Cas
opusténi OSD, OSD pozadi, OSD Otocit, Startovaci logo, LED Dioda Power,
DDC/CI), Informace, Reset (Resetovat vse)

2x2W
Kensington-lock™ pfipraven, DDC/CI, DDC2B, Mac OSX

vyska, pivot (rotace), swivel, ndklon
150mm

90°

45°; 45° na lefo; 45° na parvo

23° nahoru; 5° dolu
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VESA 100 x 100mm

Systém spravy kabelu ano

@ ZAHRNUTE PRISLUSENSTVI

Kabely napajeci (1.5m), USB (1.5m), HDMI (1.5m)

Ostatni uzivatelsky manual, instrukce bezpecnosti

@ POWER-MANAGEMENT

Napajeci zdroj: interni

Napajeni AC 100 - 240V, 50/60Hz

Odbér energie: 12W typisch, 0.5W odpocinek, 0.3W vypnuty

@ UDRZITELNOST

Piedpisy CE, TUV-Bauart, EAC, VCCI-B, PSE, RoHS support, ErP, WEEE, REACH, UKCA
Energeticka tfida (Regulation (EU) 2017/1369) C

REACH SVHC nad 0.1% olova

@ ROZMERY / HMOTNOST

Rozméry vyrobku S x V x D 539 x 351 (501) x 171mm

Rozméry baleni S x V x D 685 x 395 x 126mm

Vaha (bez baleni) 4.6kg
Vaha (s balenim) 5.9kg
EAN code 4948570126323
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VSechny ochranné znamky jsou registrovany a chranény. Viyhrazené pravo na zmény. Veskeré ploché panely LCD splriuji normu ISO-9241-307:2008
v oblasti poctu vadnych pixeld.

© IIYAMA CORPORATION. ALL RIGHTS RESERVED
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