G-MASTER G2771HSU-B1
PRELIMINARY

RED EAGLE™

Join the pro squad with the 27" G-Master Red Eagle, built for pure speed with a 240Hz
refresh rate.

Gain the competitive edge you need to unlock your full gaming potential with the 27” G2771HSU monitor with FHD
(1920x1080) resolution. Featuring an ultra-fast 0.4ms MPRT and a 240Hz refresh rate, this monitor ensures smooth gameplay.
Compatible with NVIDIA G-SYNC so you can make split second decisions and forget about ghosting effects or smearing
issues. The ability to adjust brightness and the dark shades with the Black Tuner delivers greater viewing performance in
shadowed areas and the IPS panel technology guarantees superb image quality.

K dispozici také s vySkové nastavitelnym stojanem : G-Master GB2771QSU-B1
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https://iiyama.com/cz_cs/produkty/g-master-gb2771qsu-b1/

@ CHARAKTERISTIKA OBRAZU

Uhlopfi¢ka monitoru
Panel

Nativni rozliseni
Format obrazu

Jas

Kontrast

Pokro¢ily kontrast
Cas rekace (MPRT)
Uhel sledovani
Barevna podpora
Horizontalfrequenz
Arbeitsflaiche H x B
Velikost bodu

Barva

27", 68.6cm

Fast IPS, haze 25%

1920 x 1080 @240Hz (2.1 megapixel HD, DisplayPort)
16:9

350 cd/m?

1000:1

80M:1

0.4ms

horizontalni/vertikalni: 178°/178°, na parvo/na lefo: 89°/89°, nahoru/dol(: 89°/89°

16.7mln 8bit

30 - 285kHz

597,9 x 336.3mm, 23.5 x 13.2"
0.311mm

matna, ¢erna

@ ROZHRANI / KONEKTORY / OVLADANI

Vstupni porty

USB HUB
HDCP

Konektor pro sluchatka

@ VLASTNOSTI

Redukce modrého svétla
Flicker Free LED
Adaptive Sync support
Extra

HDR

Jazyky OSD
Reproduktory

Vyhoda

@ MECHANICKE GASTI

Upravy polohy
Uhel naklonu
VESA

Systém spravy kabell

@ ZAHRNUTE PRISLUSENSTVI

Kabely

@ POWER-MANAGEMENT

Napajeci zdroj:

HDMI x2 (v.2.0, max. 1920 x 1080 @240Hz)
DisplayPort x1 (v.1.2, max. 1920 x 1080 @240Hz)

x2 (1x Type A v.3.2 Gen 1 (5Gbps, 4.5W), 1x Type C (5Gbps, 5W))
ano

ano

ano

ano

G-SYNC - 1920 x 1080 @48-240Hz, DisplayPort Only
i-Style Colour

Yes, HDR10 Ready

EN, DE, FR, IT, PT, RU, JP, CZ, NL, PL

2x2W

Kensington-lock™ pfipraven, DDC/CI, DDC2B, Mac OSX

naklon
21.5° nahoru; 3.5° dold
100 x 100mm

ano

napajeci (1.8m), USB (1.8m), HDMI (1.8m), DP (1.8m)

interni
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Napajeni AC AC - 100V, 240 /V, 50Hz

Odbér energie: 19W typisch, 0.5W odpocinek, 0.3W vypnuty

@ UDRZITELNOST

Predpisy CE, TUV-Bauart, EAC, PSE, RoHS support, ErP, WEEE, VCCI, REACH, UKCA
Energeticka tfida (Regulation (EU) 2017/1369) E
REACH SVHC nad 0.1% olova

@ ROZMERY / HMOTNOST

Rozméry vyrobku S x V x D 612 x 444.5 x 192.5mm
Rozméry baleni $ x V x D 690 x 126 x 465mm
Vaha (bez baleni) 4.2kg

Weight (without stand) 3.8kg

Vaha (s balenim) 6.6kg

EAN code 4948570126453

4xM4 SCREW HOLE

612.0

1755

Vdechny ochranné znamky jsou registrovany a chranény. Vyhrazené pravo na zmény. Veskeré ploché panely LCD splriuji normu ISO-9241-307:2008
v oblasti poctu vadnych pixeld.
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