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IFP INTERACTIVE DISPLAYS

—— INFORMATION

65" OS-Free Professional Touch
Display for Maximum Security
and Full IT Control

The ProLite TN6505A-B1AG is a large-format professional
touch display, without an operating system, designed for
environments where security, reliability and control are

00
"yama ':E'é'%i non-negotiable. Despite its minimalist structure, the

TNG6505A is exceptionally easy to use: simply connect
your source and it works. The responsive multi-touch
panel, 4K UHD resolution and high brightness deliver a
65" IFP % (0]:13 precise ar.1d profes'sional e.xperien.ce fF)r collal:?or.ation,

w0 presentations and interactive applications. Built-in
annotation allows users to write directly on the screen with
a pen, marking up presentations or any on-screen content
in real time for clear and effective communication. The
TN6505A is the ideal choice for banks, courts, defence
organisations, IT departments, universities and other high-
security or compliance-driven environments where
simplicity, transparency and trust are essential.

163.9cm
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—— VLASTNOSTI

OS-Free Maximum security
. . With no operating system to manage or update,
° N? op_gratmg system, where security, the display offers a stable, secure solution ideal
reliability and control matter. for environments where data protection and

reliability are critical.

STYLISH FABRIC FINISH

Plug & Play simplicity

Designed for ultimate ease of use: plug in your

laptop and share your content instantly. No Estetika, ktera pozved ne
operating system, no complicated configuration. kaide prOStFedl’

Moderni, minimalisticky design, ktery vylepsi
jakékoliv prostfedi — skvéle zapadne do uceben i
zasedacich mistnosti. Neni to jen displej, je to
vyjadreni postoje. Cisté linie, prémiové
provedeni a pfitomnost, ktera podporuje
soustfedéni a profesionalitu, aniz by na sebe
strhavala pozornost.
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—— SPECIFICATION

@ CHARAKTERISTIKA OBRAZU

Uhlopfi¢ka monitoru  64.5", 163.9cm
Panel IPS, AG coating & Anti-Bacteria coating
Nativni rozliseni (8.3 megapixel 4K UHD)
Format obrazu 16:9
Jas 500 cd/m?
Kontrast 1200:1

Cas rekace (GTG) 5ms

Uhel sledovani  horizontalni/vertikalni: 178°/178°, na parvo/na lefo: 89°/89°, nahoru/dol(i: 89°/89°

Horizontalfrequenz 30 - 135kHz

Arbeitsfliche Hx B 1428.5 x 803.5mm, 56.2 x 31.6"

@ DOTYK

Touchscreen DeepContrast-IR+
Technologie

Touch interface USB

Palm odmitnuti ano

@ VLASTNOSTI

Integrovany software No Operating System
PiP ano

PbP ano

@ OBECNE

Jazyky OSD EN, DE, FR, ES, IT, RU, JP, NL

Nastavitelné Color temp., image mode (including eye protection mode), sound mode, no signal
parametry standby ( Off / 1 min. /3 min. /5 min. /15 min. / 30 min.), meeting mode, time
scheduler, key lock, PIP & PBP, brightness / contrast.

@ MECHANICKE GASTI

Orientace horizontalni

Bezventilatorovy ano
design

VESA 600 x 400mm

Rozsah provozni 0°C - 40°C
teploty

Rozsah teploty v - 20°C - 60°C
klidu

@ ZAHRNUTE PRISLUSENSTVi
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Kabely napajeci, HDMI, RS-232¢

Ostatni  4x Stylus, Webcam bracket, Wall mount, HDMI 3m, USB 3m, Power

@ POWER-MANAGEMENT

Napajeci zdroj: interni

Odbér energie:  146W typisch, 0.5W odpocinek, 0.3W vypnuty
@ UDRZITELNOST

Predpisy RoHS support, ErP, WEEE, REACH

Energeticka tfida G
(Regulation (EU)
2017/1369)

REACH SVHC nad 0.1% olova

@ ROZMERY / HMOTNOST

Rozméry vyrobku S x 1489.1 x 911.8 x 118.6mm
VxD

Vaha (bez baleni) 41.1kg

EAN code 4948570127061
m EVROPSKA ZNACKA ENERGETICKE EFEKTIVITY

Power in OFF Mode  0.3W vypnuty
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—— GALERIE
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V8echny ochranné znédmky jsou registrovany a chranény. Vyhrazené pravo na zmény. Veskeré ploché panely LCD spliiuji normu 1ISO-9241-
307:2008 v oblasti poctu vadnych pixeld. © IYAMA CORPORATION. ALL RIGHTS RESERVED
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