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JACKET:TPE Thickness:0.55+0.02mm
0.D.=2.8+0.1mm

® 8 INSULATION:HDPE Thickness:0.059+0.02mm
(D_}’ OD=0.41+0.1mm

CON DUCTOR:32AWG(7/0.08+0.005mmBC)*4P

o

PINOUT

P1 WIRE P2

1 WHITE/ORANGE 1

ELECIRCAL CHARACTER: 2 ORANGE 2

1.100% OPEN&SHORT TESTING 3 WHITE/GREEN 3

2.WITHSTANDING VOLTAGE: DC 300V 10MS 6 GREEN 6

3.INSULATION RESISTANCE: 5M OHMS(MIN) . WHITE/BLUE s

4.CONDUCTIVE RESISTANCE: 5 OHMS(MQX) : T ¥
5.PERFORMANCE MEETS ANSI/TIA.568B-2-D AND ISO/IEC-11801 STANDARDS

RoHS AND REACH COMPLIANT 7 WHITE/BROWN 7

8 BROWN 8

‘NOTES: ALL DIMENSIONS ARE IN MM

IMAGES ARE FOR ILLUSTRATION PURPOSE ONLY
DATA SUBJECT TO CHANGE WITHOUT NOTICE

n/a n/a
MODIFIED FROM NEXT ASSEMBLY PART NO'
DWN NALP SHEET
SIZE
b A DATE | May 20-26 B
THIS DRAWING IS PROPRIETARY INFORMATION OF
CHK. Lanview. NOT TO BE USED WITHOUT EXPRESSED WRITTEN
3| RJ45 PLUG| RJ45 8P8C 50U" GOLD PLATED PLUG. PERMISSION OF Lanview
AUTH.
2| MOLDED | 72A TPE TITLE:
MAT'L
1| CABLE CAT6 UTP 4P/28AWG(7/0.08:£0.005MM BC) OD=2.8%0.1mm Y TSTYORZ
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