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Reliable Connectivity

MPN: DPHDMI3

Active Displayport 1.2 to HDMI Adapter

This MicroConnect Displayport to HDMI adapter allows you to display content
from a device with Displayport output to a monitor/Projector with a HDMI input.
This Active adapter allows you to do Multi Screen Display up to three screen
displaying, also with sound.

® Max resolution : 4K@60Hz

e Displayport to HDMI

® Cable Length15cm

® Active

® Plug and play: With full support for plug-and-play installation, this PC video
adapter is easy to setup with no software, drivers or external power adapter
required

® Plug with lock for secure connections

® Support DP 1.2, downward compatible with 1.1

e With Sound

Specifications

Features 3D Yes
AWG wire size 32
Bandwidth 10200 MB/s
Bandwidth 225 MHz
Cable length 015m
Cable material Copper
Chipset ITEG561
Connector 1 DisplayPort
Connector 1 gender Male
Connector 2 HDMI
Connector 2 gender Female
Connector contacts plating Nickel
Converter type Active video converter
Data transfer rate 10.2 Gbit/s
DisplayPort version 1.2
HDCP Yes
HDCP version 1.2
HDMI version 2.0
Jacket material Polyvinyl chloride (PVC)
Maximum resolution 4096 x 2160 pixels
Product colour Black
RoHS compliance Yes

Legal Information ADR Information No restrictions
Country of Origin China

EU ECCN Code N/A



Legal Information

Package dimensions
(verified)

Product dimensions

Vendor information

Weight & dimensions

Tariff No.
UNSPSC Code
US ECCN Code

Depth Verified
Gross Weight Verified
Height Verified
Width Verified

Net Weight (Product, kg)

Brand Name

Warranty

Cable diameter

8544429090
43202222
EAR99

17.7 cm
0.044 kg
21cm

199 cm
0.04 kg

MicroConnect

25 Year(s)

55mm
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Other products in this series

0.15 DPHDMI3W
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