
Data sheet

HP OfficeJet 202 Mobile Printer

Make the world your office with powerful
portable printing – no network necessary.  This
quick, quiet printer delivers more pages per
cartridge and has a long-lasting battery life.  
Highlights

Print speed
First page out
Connectivity
Display

Easy portable printing wherever you need it
Simply print from your laptop or mobile devices wirelessly, with or without a
router.
Start printing in minutes. HP Auto Wireless Connect makes setup easy.
This durable, compact printer ts in your car, backpack, and more, for
convenient printing anywhere.

Lead the way with fast, easy mobile printing
Reduce charging interruptions with a long-lasting battery.
Get the highest page yields of any other in-class printer, using Original HP
cartridges.
Set the pace for success wherever you go. Keep moving through the day with
fast print speeds.
Stay productive with a large and easy-to-use control panel.

High-powered quality and reliability
Power through the workday. Charge from home, in your car or office, and
more.
Plug in your AC power source to charge within 90 minutes while the printer is
off, with HP Fast Charge.
Minimise disruptions with premium design and quiet performance. Impress
clients, without noisy interruptions.
Get high-quality prints time after time with a printer designed and built to be
reliable.

Footnotes
 Mobile device needs to be connected directly to the Wi-Fi Direct® signal of a Wi-Fi Direct-supported AiO or printer prior to printing. Depending on mobile device, an app or driver may also be required. For details,

see http://www.hp.com/go/mobileprinting. Wi-Fi Direct® is a registered trademark of Wi-Fi Alliance®.
 Best-in-class performance claim compares all inkjet colour mobile printers as of October 2015 based on market share as reported by Q2 2015 IDC and manufacturer’s published specications.
 Local printing requires that mobile device and printer be on the same network or have a direct wireless connection. Remote printing requires an Internet connection to an HP web-connected printer. For details on

how to print, including whether an app is required, see http://www.hp.com/go/mobileprinting.
 Printing speeds may vary depending on the power source. Excludes rst set of ISO test pages. For details, see http://www.hp.com/go/printerclaims.
 Supports USB charging in OFF mode when connected to a 1A-minimum-charge-capable USB charging port.
 HP Fast Charge Technology recharges your standard battery up to 90% within 90 minutes when charging from an AC power source and with the system off. When the printer is powered on, charge time may

increase and will vary based on usage.
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Technical specications

http://www.hp.com/uk
© Copyright 2023 HP Development Company, L.P. The information contained herein is subject to change without notice. The only warranties for HP products and services are set forth in the
express warranty statements accompanying such products and services. Nothing herein should be construed as constituting an additional warranty. HP shall not be liable for technical or
editorial errors or omissions contained herein.
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Functions Print
Print technology HP Thermal Inkjet
Print speed Black (A4, ISO): On AC: up to 10 ppm; On Battery: up

to 9 ppm; Colour (A4, ISO): On AC: up to 7 ppm; On
Battery: up to 6 ppm; Draft black (A4): On AC: up to
20 ppm; On Battery: up to 18 ppm; Draft colour (A4):
On AC: up to 19 ppm; On Battery: up to 17 ppm

First page out Black (A4, ready): On AC: as fast as 12 sec; On
Battery: as fast as 12 sec; Colour (A4, ready): On AC:
As fast as 14 sec; On Battery: as fast as 15 sec

Print resolution Black (best): Up to 1200 x 1200 rendered dpi (when
printing from a computer); Colour (best): Up to 4800
x 1200 optimised dpi colour (when printing from a
computer and 1200 input dpi)

Monthly duty cycle Up to 500 pages A4; Recommended monthly page
volume: 100 to 300

Standard print languages HP PCL 3 GUI
Print area Print margins: Top: 3 mm, Bottom: 3 mm, Left: 3

mm, Right: 3 mm; Maximum print area: 209.9 x
349.6 mm

Borderless printing Yes (up to 127 x 177 mm)
Number of supplies 2: 1 black, 1 colour (cyan, magenta, yellow)
Memory card compatibility None
Duplex printing Manual (driver support provided)
Processor speed 525 MHz
Connectivity Standard: 1 USB 2.0; Wi-Fi
Wireless Yes, via built-in wireless
Mobile printing capability Chrome OS; Wi-Fi® Direct Printing
Network capabilities Yes, via built-in wireless
Memory Standard: 128 MB DDR3
Number of paper trays Standard: 1
Media types Plain Paper, HP Photo Papers, HP Matte Brochure or

Professional Paper, HP Matte Presentation Paper, HP
Glossy Brochure or Professional Paper, Other Photo
Inkjet Papers, Other Matte Inkjet Papers, Other
Glossy Inkjet Papers, Plain Paper, Light/Recycled

Media size Custom (metric): 76.2 x 216 to 101 x 355.6 mm
Supported (metric): A4, A5, A6, B5 (ISO), B5 (JIS);
Envelopes (A2, C5, C6, DL); Photo (10 x 15 cm)

Media weight, supported 60 to 300 g/m²
Input capacity Standard: Up to 50

Envelopes: Up to 5
Labels: Up to 5
Cards: Up to 20

Compatible operating systems Windows 10, 8.1, 8, 7: 32/64-bit, 2 GB available
hard disk space, CD-ROM/DVD drive or Internet
connection, USB port, Internet Explorer. Windows
Vista: (32-bit only), 2 GB available hard disk space,
CD-ROM/DVD drive or Internet connection, USB
port, Internet Explorer 8. Windows XP SP3 or higher
(32-bit only): any Intel Pentium II, Celeron or 233
MHz compatible processor, 850 MB available hard
disk space, CD-ROM/DVD drive or Internet
connection, USB port, Internet Explorer 8. Apple OS
X Yosemite (v10.10), OS X Mavericks (v10.9), OS
X Mountain Lion (v10.8); 1 GB available hard disk
space; Internet required; USB. Linux: for more
information, see http://hplipopensource.com/hplip-
web/index.html; Chrome OS

Minimum system requirements Windows: Windows 10, 8.1, 8, 7, Windows Vista:
(32-bit only), Windows XP SP3; AppleOS X Yosemite
(v10.10), OS X Mavericks (v10.9), OS X Mountain
Lion (v10.8); Linux
Mac: Apple® OS Catalina (v10.15), OS X El Capitan
(v10.11), OS X Yosemite (v10.10), OS X Mavericks
(v10.9); 1 GB Available Space; Internet required;
USB

Software included HP Dropbox, HP Google Drive, Microsoft DotNet
Printer dimensions (W x D x H) Minimum: 364 x 186 x 69 mm;

Maximum: 364 x 260 x 214 mm (with input tray
opened)

Package dimensions (W x D x H) 495 x 119 x 243 mm
Printer weight 2.1 kg (2.2 kg - with battery)
Package weight 3.6 kg
Operating environment Temperature: 5 to 40°C

Humidity: 20 to 80% RH
Storage conditions Temperature: -40 to 60ºC

Humidity: 5 to 90% RH
Acoustics Acoustic power emissions: 5.4 B(A) (Best); 6.0 B(A)

(Normal); 6.2 B(A) (Fast Draft)
Acoustic pressure emission: 42 dB(A) (Best); 47
dB(A) (Normal); 49 dB(A) (Fast Draft)

Power Requirements: Input voltage: 200 to 240 VAC, 50 to
60 Hz ;
Consumption: 15 watts (active), 0.17 watts
(manual-off), 3.9 watts (standby), 1.14 watts
(sleep) ;
Power supply type: Built-in power supply

Certications ENERGY STAR® certied
Blue Angel compliant: No; Please refer to the ECI
document

Country of origin Product of Thailand
Control panel 9 front-panel buttons; 2 LEDs (Wi-Fi On/Off, Wi-Fi

Direct On/Off)
What's in the box N4K99C: HP OfficeJet 202 Mobile Printer; HP 651

Setup Black Ink Advantage Cartridge (~240 pages);
HP 651 Setup Tri-color Ink Advantage Cartridge
(~150 pages); Regulatory yer; Setup poster; Power
cord; For more information about ll and yield, see
http://www.hp.com/go/learnaboutsupplies

Supplies, After market or Supplies,
replacement

C2P10AE HP 651 Black Original Ink Advantage
Cartridge
C2P11AE HP 651 Tri-color Original Ink Advantage
Cartridge

Service and Support UG196E HP 3 year Care Pack with Standard
Exchange for Officejet Printers 
UG072E HP 3 year Care Pack with Next Day
Exchange for Officejet Printers 
UG245E HP 3 year Care Pack with Return to Depot
Support for Officejet Printers 
(UG196E: all EMEA countries, except ME, Africa,
South Africa, Israel, Turkey, UG072E: Austria,
Belgium, Denmark, Finland, France, Germany,
Ireland, Italy, Netherlands, Norway, Portugal, Spain,
Sweden, Switzerland, UK, Czech, Greece, Hungary,
Poland, Slovakia, UG245E: ME, Africa, South Africa,
Israel, Turkey)

Warranty One-year commercial hardware warranty; 24-hour,
7 days a week Web support


