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CAT5E PATCH LEADS

LENGTH 

(M)
BLACK BLUE GREY GREEN ORANGE PINK PURPLE RED WHITE YELLOW

0.3 n/a HCAT5EBL0.3 n/a n/a n/a n/a n/a n/a n/a n/a

0.5 HCAT5EBK0.5 HCAT5EBL0.5 HCAT5EGY0.5 HCAT5EGN0.5 HCAT5EOR0.5 HCAT5EPK0.5 HCAT5EPU0.5 HCAT5ERD0.5 HCAT5EWH0.5 HCAT5EYL0.5

1 HCAT5EBK1 HCAT5EBL1 HCAT5EGY1 HCAT5EGN1 HCAT5EOR1 HCAT5EPK1 HCAT5EPU1 HCAT5ERD1 HCAT5EWH1 HCAT5EYL1

1.5 HCAT5EBK1.5 HCAT5EBL1.5 HCAT5EGY1.5 HCAT5EGN1.5 HCAT5EOR1.5 HCAT5EPK1.5 HCAT5EPU1.5 HCAT5ERD1.5 HCAT5EWH1.5 HCAT5EYL1.5

2 HCAT5EBK2 HCAT5EBL2 HCAT5EGY2 HCAT5EGN2 HCAT5EOR2 n/a HCAT5EPU2 HCAT5ERD2 HCAT5EWH2 HCAT5EYL2

3 HCAT5EBK3 HCAT5EBL3 HCAT5EGY3 HCAT5EGN3 HCAT5EOR3 HCAT5EPK3 HCAT5EPU3 HCAT5ERD3 HCAT5EWH3 HCAT5EYL3

5 HCAT5EBK5 HCAT5EBL5 HCAT5EGY5 HCAT5EGN5 HCAT5EOR5 HCAT5EPK5 HCAT5EPU5 HCAT5ERD5 HCAT5EWH5 HCAT5EYL5

10 HCAT5EBK10 HCAT5EBL10 HCAT5EGY10 HCAT5EGN10 HCAT5EOR10 HCAT5EPK10 HCAT5EPU10 HCAT5ERD10 HCAT5EWH10 HCAT5EYL10 

15 n/a HCAT5EBL15 n/a n/a n/a n/a n/a n/a n/a n/a

20 HCAT5EBK20 HCAT5EBL20 n/a HCAT5EGN20 HCAT5EOR20 HCAT5EPK20 HCAT5EPU20 HCAT5ERD20 HCAT5EWH20 HCAT5EYL20

30 n/a HCAT5EBL30 n/a n/a n/a n/a n/a n/a n/a n/a

40 n/a HCAT5EBL40 n/a n/a n/a n/a n/a n/a n/a n/a

50 n/a HCAT5EBL50 n/a n/a n/a n/a n/a n/a n/a n/a

• ACMA A-Tick Certified N10227

• Wiring Scheme: T568A

• Conductor Material: Bare Copper

• Fully moulded strain relief snagless boot

• PVC jacket

• ETL verified to ANSI/TIA-568-B.2 Category 5e performance

• Cat5e is characterised by a bandwidth of 100MHz and 

maximum transmission rates of 1Gbps


