
AORUS LIQUID COOLER Quick Installation Guide Installing the AORUS LIQUID COOLER

For Intel motherboard:

12QM-LIQ248-0NR

1 x AORUS LIQUID COOLER 360

1 x AORUS LIQUID COOLER 280

1 x AORUS LIQUID COOLER 240

Package contents:

1 x Intel Backplate 1 x Intel Mounting Bracket 1 x AMD Mounting Bracket

4 x LGA 115X/1366
Standoff Screws

4 x LGA 2011/2011-3/2066 
Standoff Screws

8 or 12 x UNC 6-32x30mm
Fan Screws4 x Thumbscrew caps

4 x AM4 Standoff Screws
16 or 24 UNC 6-32x8mm 

Randiator Screws 8 or 16 x Washers

For LGA 20XX socket

For LGA 1366 
socket

For LGA 115X 
socket

For LGA 115X/1366 socket

AORUS LIQUID COOLER 360: 
3 x 12cm fans
AORUS LIQUID COOLER 280: 
2 x 14cm fans
AORUS LIQUID COOLER 240: 
2 x 12cm fans



Installing the AORUS LIQUID COOLER Cable Connection
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For AMD motherboard:

USB 2.0 Cable

LED Headers

Fan Headers

SATA Power


