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OMEN Dyad Earbuds

Experience a mighty and balanced sound through dual driver
technology and stay comfy with Comply™ Foam Tips.

Game on your terms with on-the-go audio. Plunge into the game with the OMEN earbuds and experience a mighty and
balanced sound through dual driver technology. Don't worry, these earbuds won't get away from you with Comply™
Foam Tips, 3 hook sizes, and angled drivers that fit perfectly inside your ear.

Two audio drivers, one balanced sound.
Stay immersed in the game while
experiencing powerful and balanced sound
through dual driver technology.

Just the right angle.
Game on, with comfortable angled drivers
that fit perfectly inside your ear.

Customized for your ears only.
Customize your comfort with 3 different ear
tips, 3 ear hook sizes, and Comply™ foam.
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Featuring

Feel the difference.
Comply™ Foam Tips mold to your ear shape, providing optimal sound isolation and comfort.

Inline mic and controls.
Take control with inline microphone, mic mute, and media controls.

Less tangles, more games.
Don't worry about tangled wires with this flat cable you can wear under your headset.

Keep it together.
Keep your earbuds protected at all times with the diamond carrying case.

Ready to connect. Ready to game.
Enjoy compatibility with the 3.5mm Aux that connects to PC, Xbox, PS4, and switch.
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Compatibility Full compatibility with Windows 10

Product dimensions 2.28 x 1.62 x 153.7 cm

Weight 26 g; Packed: 0.13 kg
0.06 lb; Packed: 0.3 lb

Warranty Two-year limited warranty.

What's in the box Headset; Carrying Case; Comply tip (M size); Eartip (S, L size); Earhook (S, L size); Instruction Manual (QSP); Warranty Guide; Product Notices

Country of origin Made in China

Product number 8JE67AA

Ordering info 194441260977

Compatible operating systems Windows 10

Technical notes

Sound • Nominal frequency range: 20 Hz - 20 kHz • Sensitivity: 93.6 dB • Driver size: 10mm & BA (5.2 x 3.1 x 2.6) • Driver magnet material
type: Neodymium and Alico • Driver impedance: 18 ohms • THD + N: Under 5% at 1kHz • Tracking: 100Hz ± 3dB (acoustically) • Max SPL:
Meets EN50332 sound limits Microphone • Nominal frequency range: 100 Hz - 10 kHz • Mic impedance: 2.2 ohms • Mic sensitivity: -42 dB •
Mic response: Omnidirectional

System Requirements, Minimum Connection to 4-pole, 3.5 mm jack socket

Master carton dimension (Width x Depth
x Height) 51 x 44 x 50 cm

Master carton weight 14.1 kg



Datasheet

OMEN Dyad Earbuds
Messaging Footnotes

 Listening to personal stereo equipment at full volume for long periods can damage the user’s hearing. To reduce the risk of hearing damage, lower the volume and amount of time listening at full volume.
 HP includes a one-year limited warranty with online support available 24x7. Consult the HP Customer Support Center for details, or go to www.hp.com/go/orderdocuments. Internet access required and not included.
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