MPN: HDMI-DP-CON2

HDMI to DisplayPort Converter Cable,
2m

This converter cable enables you to convert the signal frormn HDMI to
DisplayPort. The cable supports up to 4K (4096x2160@30Hz). The additional
USB Type A connector can optionally be used to amplify the power to ensure a
reliable connection in all situations.

Max Resolution: HDMI up to 4K (4096x2160@30Hz)
Signal Direction: from HDMI to DisplayPort

Sampling : 4:4:4 8bit

Compliant with HDCP 1.4 and DPCP

Compliant with HDMI 1.4 and DisplayPort 1.2 specification

Specifications

Features AWG wire size 30
Bandwidth 10.2 MB/s
Cable length 2m
Cable material Copper
Connector 1 DisplayPort
Connector 1 form factor Straight
Connector 1 gender Male
Connector 2 HDMI
Connector 2 form factor Straight
Connector 2 gender Male
Connector contacts plating Gold
Data transfer rate 10.2 Gbit/s
DisplayPort version 1.2
HDCP Yes
HDCP version 1.4
HDMI version 2.0
Maximum refresh rate 60 Hz

Legal Information

Maximum resolution

4096 x 2160p pixels

Plug and Play Yes
Product colour Black
RoHS compliance Yes

ADR Information

No restrictions

Country of Origin China

EU ECCN Code N/A

Tariff No. 8522900090
UNSPSC Code 43202222
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Legal Information

Package dimensions
(verified)

Packaging data
Product dimensions

Vendor information

US ECCN Code

Depth Verified
Gross Weight Verified
Height Verified
Width Verified

Quantity per pack
Net Weight (Product, kg)

Brand Name

Warranty

EAR99

16.20 cm
0112 kg
2.80 cm

23cm
1pc(s)
0.05 kg

MicroConnect

25 Year(s)
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Other products in this series

1 HDMI-DP-CONI
2 HDMI-DP-CON2
3 HDMI-DP-CON3

Please note that specifications are subject to change without prior notice. 2026-10-14 05:19
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