MPN: KAB038-305

Cat6 UTP Solid, 23AWG 0.55MM CCA,

PVC,305m

Our CAT cables transmit signals in top quality at high speed, always
guaranteeing a stable connection. High-quality inner conductors and robust
cable sheathing distinguish our portfolio of connection cables. MicroConnect
always provides the perfect products for your network needs - whether you aim

to set up a home or company network. Reliable Connectivity!

® To order a full box, please select the following quantity: 1 pcs.

® CPR Class - ECA

Specifications

Features

Legal Information

Other features

Package dimensions

AWG wire size
Cable fire class
Cable length
Cable shape
Cable shielding
Cable standard
Conductor material
Conductor type
Connector 1
Connector 2

Data transfer rate
Frequency
Jacket material

Plug and Play

Power over Ethernet (PoE)

Product colour

RoHS compliance

ADR Information
Country of Origin
EU ECCN Code
Tariff No.
UNSPSC Code
US ECCN Code

Product series

Depth (package,cm)

Gross Weight (Package, kg)

23/1

Eca

305m
Round
U/UTP (UTP)
Catb

Copper-Clad Aluminium (CCA)

Solid

Open end
Open end
10000 Mbit/s
250 MHz

Polyvinyl chloride (PVC)

Yes
Yes
White

Yes

No restrictions
China

N/A
8544421000
26121609
EAR99

Round Cable

28.4cm
10.5 kg
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Package dimensions

Packaging data
Product dimensions

Vendor information

Weight & dimensions

Height (package,cm)

Width (package,cm)
Quantity per pack
Net Weight (Product, kg)

Brand Name

Warranty

Outer diameter

3.69cm

11.2cm
1 pc(s)
10.4 kg

MicroConnect

25 Year(s)

6 mm
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Other products in this series

Cat5e KABOO09-305C KABO30-305
Caté KAB029-305 KABO038-305

Please note that specifications are subject to change without prior notice. 2026-10-14 05:35
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