
MPN: MC-GEN-270

2 Way Speaker Switch with Banana
Connector
The product is used to distribute loudspeaker output signals from
audio amplifiers to different loudspeakers for selection and control
the volume.

This product is only approved for connection to loudspeaker outputs
of audio amplifiers and inputs of passive loudspeakers

Load.............................................. 60 W per channel

Impedance................................... 4 – 16 Ω

Cable length................................. max. 50 m

Wire cross section........................ max. 2.5 mm2

Operating conditions.................... -25 to +85 ºC, 20 – 75 % RH

Storage conditions....................... -25 to +85 ºC, 20 – 75 % RH

Specifications

Audio Input impedance 16 Ω

Legal Information Country of Origin China

EU ECCN Code N/A

Tariff No. 8543709099

UNSPSC Code 52161541

US ECCN Code EAR99

Operational conditions Operating relative humidity (H-H) 20 - 75 %

Operating temperature (T-T) -25 - 85 °C

Storage relative humidity (H-H) 20 - 75 %

Storage temperature (T-T) -25 - 85 °C

Package dimensions
(verified)

Depth Verified 14.60 cm

Gross Weight Verified 1.136 kg

Height Verified 5.10 cm

Width Verified 24.20 cm

Ports & interfaces Audio-in ports quantity 4

Audio-out ports quantity 8

Product dimensions Net Weight (Product, kg) 0.93 kg

Technical details Maximum power per channel 60 Watt

On/off switch Yes

Product colour Black

Vendor information Brand Name MicroConnect

Warranty 3 Year(s)
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