MPN: LVN125310

by the reduction of distance between pair twist and contact pins.
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RJ45 STP plug Cat6 for AWG23-24
stranded/solid conductor 50 pcs box

RJ45 plug used for mounting on stranded/solid cable. New terminating
principle (easy connect) simplifies the terminating by allowing the conductors
to be pulled through the front of the connector. The performance is optimized

® [nner Wire Diameter Range = 1.05~1.1MM
e Diameter Range for Cable = 5.5~6.3MM

® FEasy-Connect

® 50 pcsin the Box

Specifications

Features

Legal Information

Package dimensions

Packaging content
Packaging data

Product dimensions

Vendor information

Weight & dimensions

AWG wire size

Cable shielding

Cable standard
Connector form factor
Connector gender
Connector(s)

Product colour

Country of Origin
Tariff No.
UNSPSC Code

Depth (package,cm)
Gross Weight (Package, kg)
Height (package,cm)

Width (package,cm)
Quantity per pack
Package type

Net Weight (Product, kg)
Product Depth
Product Height
Product Width

Brand Name

Warranty

Outer diameter

23/24
S/UTP (STP)
Cat6
Straight
Male

RJ45

Transparent

China
8536699099
39121409

15cm
0.21 kg
15¢cm

6.5cm
50 pc(s)
Plastic jar

0.198 kg
21cm
0.6cm

116 cm

Lanview

25 Year(s)

6.3 mMm
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