
MPN: LVN128146

PRO Cat6a Unshielded flip jack
keystone
This Unshielded Cat6a Keystone Jack for patch panels and other data
installations allows for multiple cable entry directions to be accommodated
when this jack is mounted in a standard depth back box. This permits many
mounting options including flush shutters at the outlet as well as more
common angled shutter used with keystone jacks.

Component Compliant

Easy to install without need for special tools

Flame-Retardant Plastic, UL 94V-0

POE type IV 90 watt (POE++)

Specifications

Features AWG wire size 22/24

Cable shielding U/UTP (UTP)

Cable types supported Cat6a

Cabling technology 10GBase-T

Certification TIA-568-C2, ISO11801

Connector 1 RJ45

Connector 1 gender Female

Connector 2 RJ45

Connector 2 gender Male

Construction type Flat

Frequency 500 MHz

Housing material Metal

Product colour Metallic, White

Legal Information Country of Origin Taiwan

Tariff No. 8536699099

UNSPSC Code 39121444

Package dimensions Depth (package,cm) 5 cm

Gross Weight (Package, kg) 0.014 kg

Height (package,cm) 10 cm

Width (package,cm) 7 cm

Packaging content Quantity per pack 1 pc(s)

Product dimensions Net Weight (Product, kg) 0.01 kg

Product Depth 3 cm

Product Height 2 cm

Product Width 1.5 cm
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Vendor information Brand Name Lanview

Warranty 5 Year(s)
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