SC/APC Pigtail Singlemode 2m OS2

MPN: LVO231396

9/125 PVC EASY STRIP

Used for splicing fibre optical cables. Comes with ceramic zirconia ferrule. Used
in telecommunication and data communication installations in high speed

network.

® Designed for Data Centers, Industry and Computer Centers

® |Length:2 meter

® Fibre Standard G.652.D

Specifications

Features Cable length
Certification
Cladding diameter
Connector 1
Connector 1 gender
Connector 2
Core diameter
Fiber mode structure
Fibre optic type
Insertion loss
Jacket material
Product colour

Return loss

Legal Information ADR Information
Country of Origin
Tariff No.

UNSPSC Code

Operational conditions Operating temperature (T-T)

Storage temperature (T-T)
Other features Connector(s)

Package dimensions Depth (package,cm)
Gross Weight (Package, kg)
Height (package,cm)
Width (package,cm)

Packaging data Quantity

2m
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ISO 9001, UL, GR-326-Core, IEC 61755, IEC61300

125 um

SC/APC

Male

N

O um

Single-mode

OS2

0.3dB

Polyvinyl chloride (PVC)
Yellow

50dB

No restrictions
China
8544700099
26121607

-40 -75°C
-40 -85°C
SC

6cm

0.01 kg

15¢cm

15¢cm



Packaging data

Product dimensions

Technical details

Vendor information

Weight & dimensions

Quantity per pack

Net Weight (Product, kg)
Product Depth
Product Height

Product Width
Sustainability certificates

Brand Name

Warranty

Cable diameter

vy /&

1 pc(s)

0.009 kg
200 cm
11cm

11cm
RoHS

Lanview

25 Year(s)

0.9 mm

LANVIEW

A PROFESSIONAL NETWORK SOLUTIONS



