
MPN: LVO237930

Laser pen - Visual Fault Locator 2,5
mm
Visual Fault Locator for location of fiber in cable installations.
The AFL-335A is specially designed for field personnel who need 
an efficient and economical tool for fiber tracing, fiber routing and 
continuity checking in an optical network during and after installation.

Detecting breakage, defect, bending, etc. in the fiber

Detecting faults in the OTDR blind zone

Quickly complete end-to-end fiber identification

Laser case ground design prevents ESD damage

Long battery life (up to 60 hours)

10mW

Specifications

Legal Information ADR Information No restrictions

Country of Origin China

EU ECCN Code N/A

Tariff No. 8544700099

UNSPSC Code 43222643

US ECCN Code N/A

Package dimensions Depth (package,cm) 17.5 cm

Gross Weight (Package, kg) 0.207 kg

Height (package,cm) 2.9 cm

Width (package,cm) 2.9 cm

Power Number of batteries supported 2

Product dimensions Net Weight (Product, kg) 0.2 kg

Product Depth 17 cm

Product Height 2.6 cm

Product Width 2.6 cm

Technical details Auto shut-off delay time No

Backlight display No

Built-in display No

Cable type Fibre

Easy to use Yes

Light colour Red

On/off switch Yes

Product colour Black, Red

Vendor information Brand Name Lanview

Warranty 5 Year(s)
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