
EVOLVE 65

Engineered for multi-tasking. 
Professional wireless headset  
with dual connectivity.

TECH SHEET

Integrated Busylight Dual Bluetooth® connectivity

Up to 30m/100ft wireless range

TECHNICAL SPECIFICATIONS
General info Box content Headset, charging stand (SKU dependent*), Jabra Link 390 Bluetooth® adapter,  

neoprene pouch and documentation
Packaging dimensions LxWxH Non-Bundle SKU: 17.6x5.1x20.6 cm / 6.69x1.96x7.87 in 

Bundle SKU: 18.5x9.60x21.20 cm / 7.08x3.54x8.26 in
Main unit dimension Stereo 186x157x60.5 mm / 7.32x6.18x2.38 in 

Mono 150x157x60.5 mm / 5.9x6.18x2.38 in
Weight incl main wearing style Mono 282 g / 9.95 oz

Stereo 310 g / 10.93 oz
Material used Headband cushion ultra soft foam covered in color-matched silicone, ear cushion 

soft audio foam covered in black leatherette, aluminium slider arm
Battery type Rechargeable lithium ion battery
Warranty 2 years
Jabra Direct/Xpress Yes
Jabra Sound+ No
LED features and functions Busylight, incoming call

Audio Active Noise Cancellation N/A
DECT device N/A
Speaker size 28mm Ø
Speaker sensitivity 93.6dB SPL @1kHz
Speaker max input power 10mW @0.56V
Speaker frequency range 150Hz-7.000Hz
Speaker bandwidth – music mode 20Hz-20.000Hz
Speaker bandwidth – speak mode 150Hz-6.800Hz
Microphone type Noise cancelling uni-directional ECM microphone
Microphone sensitivity -17dBFS/Pa
Microphone frequency range 100Hz to 10kHz 
Audio codecs supported SBC
User hearing protection Jabra SafeToneTM

Certifications Regulatory Approvals: CE, FCC ID, IC ID KCC, RCM, NCC, TELEC, SRRC
Industrial Certifications: Microsoft Teams**, Avaya, Cisco and more

Fit & Comfort Headset form factor On-ear headband
Battery Battery life Up to 14 hours 

Power consumption 5V/500mA
Standby time Up to 15 days

Connectivity Connection (computer and mobile devices) USB-A Bluetooth adapter, Bluetooth
Bluetooth device Yes
Bluetooth version Bluetooth 4.0
Bluetooth profiles A2DP (v1.2), Hands Free Profile (v1.6), Headset Profile (v1.2), AGHFP (v1.6)
Operating range Up to 30m/Up to 100ft (BT class 1)
Bluetooth pairing list Up to 8 devices
Simultaneous Bluetooth connections 2

Extended Info Operating temperature -10°C to +50°C, 14°F to 122°F
Storage temperature -5°C to +45°C, 23°F to 113°F

* To purchase separately or with SKU below ** Microsoft Teams variants only 

Up to 14 hours battery life
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PRODUCT TYPE SKU DESCRIPTION
Stereo 6599-833-309 Evolve 65 SE MS Stereo, Link 390a

6599-839-409 Evolve 65 SE UC Stereo, Link 390a
6599-833-399 Evolve 65 SE MS Stereo Stand, Link 390a
6599-833-499 Evolve 65 SE UC Stereo Stand, Link 390a

Mono 6593-833-309 Evolve 65 SE MS Mono, Link 390a
6593-839-409 Evolve 65 SE UC Mono, Link 390a
6593-833-399 Evolve 65 SE MS Mono Stand, Link 390a
6593-833-499 Evolve 65 SE UC Mono Stand, Link 390a

Accessory 14208-42 Jabra Link 390a, UC, USB-A, Bluetooth Adapter
14208-41 Jabra Link 390a, MS, USB-A, Bluetooth Adapter


